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CONVERSION FACTORS, VERTICAL DATUM, AND ABBREVIATED WATER-QUALITY UNITS

Multiply By To obtain
inch (in.) : 2.54 cenfimeter
foor (ft) 0.3043 metar
mile (mi) 1.609 © kilometer
acre 4,047 square meler
gallon (gal} 3.785 liter
gallon per minule {gal/min} 0.06309 liter per secand
foot per day (ft/d)’ 0.3048 meter per day
foot per foot (ft/fr) 0.3048 meler per meter
foot per minute (ft/min) 0.3048- meler per minute
foot squared per day (ft2rd)? 0.09250 meter syuared per day
cubic foot per day (fi%a) 28.32 - liter per day
pound per square inch (Ib/in®) 6.895 kilopascal

LFoat per day is the mathematically reduced term of cubic foot per day per square foot of aguifer cross-sectional area, ]
ZFoot squared per day is the mathemarically reduced term of cubic foot per _day per square fool limes foot of aquifer thickness FES /RN

Sea level: [n this report, “sea level” refers 1o the National Geodetie Vertical Datum of 1520 (NGVD of 1920)—a geodetic datum
derived from a general adjustment of first-order level nets of both the United States and Canada, formerly called Sea Level Datum of
1929

Abbreviated water-quality units used in this report:  Chemical concentration is given in micrograms per liter (ug/L). Micrograms

per liter is a unit expressing the concentration of chemical constituents in solution as weight (micrograms) of salute per unit volume
(liter) of wuter,  One thousand micrograms per liter is equivalent to one milligram per lites.
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Geology, Hydrology, and Ground-Water Quality at the
Byron Superfund Site Near Byron, lllinois

By Robert T. Kay', Douglas J. Yeskis?, William J. Bolen?, James R. Rauman’,

and Scott T. Prinos!

Abstract

A study was conducted by the U.S. Geolog-
ical Survey and the U.S. Environmental Protection
Agency to define the geohydrology and contami-
nant distribution at a Superfund site near Byron,
IHinois. Geologic units of interest beneath the site
are the St. Peter Sandstone; the shale, dofomite and
sandstone of the Glenwood Formation; the dolo-
mite of the Platteville and Galena Groups; and
sands, gravels, tills and loess of Quaternary age.
The hydrologic units of interest are the unconsoli-
dated aquifer, Galena-Platteville aquifer, Harmony
Hill Shale semiconfining unit, and the St. Peter
aquifer.

Ground-water flow generally is from the
upland areas northwest and southwest toward
the Rock River. Water levels indicate the potential
for downward ground-water flow in most of the
area except near the Rock River. The Galena-
Platteville aquifer can be subdivided into four
zones characterized by differing water-table
altitudes, hydraulic gradients, and vertical and
horizontal permeabilities. Geophysical, hydraulic,
and aquifer-test data indicate that lithology,
stratigraphy, and tectonic structures affect the
distribution of primary and secondary porosity
of dolomite in the Galena and Platteville Groups,
which affects the permeability distribution in the
Galena-Platteville aquiler, '

1U.S. Geological Survey.
2.8, Environmental Protection Agency.

The distribution of cyanide, chlorinated
aliphatic hydrocarbons, and aromatic hydrocar-
bons in ground water indicates that these contami-
nants are derived from multiple sources in the
study area. Contaminants in the northern part of
this area migrate northwest to the Rock River.
Contaminants in the central and southern parts of
this area appear to migrate to the sonthwest in the
general direction of the Rock River.

INTRODUCTION

The U.S. Geological Survey (USGS), in cooper-
ation with the U.S. Environmental Protection Agency
(USEPA), conducted a study of the geology, hydrology,
and distributicn of contaminants at the Byron Super-
fund site (the site), near Byron, Il1., from August 1990
to March 1994. The site is located in rural Ogle County
in northern Illinois, about 3 mi southwest of Byron
(fig. 1).

The objectives of the stady were to define the
geologic and hydrologic properties that affect ground-
water flow, and determine the type and exlent of
ground-water contamination in the study area. This
information is required to assess options for ground-
water remediation.

The study was divided into four components:
geophysical logging, collection of static water-level
measurements, aquifcr tests, and water-quality sam-
pling. Geophysical logging was conducicd to deter-
mine stratigraphy, fracture orientation, and depths of
ground-water flow. Static water-level measurements
were collected to determine the vertical and horizontal
directions of ground-water flow in the study area.
Single- and multiple-well aquifer tests were conducted

Introduction 1
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to determine the hydraulic properties of the aquifers
and identify spatial variations in hydraulic properties.
Water-quality sampling was done to determine the type
and spatial distribution of chemical constituents in
ground water.

In this report, the salvage yard refers to a
20-acre area east of Razorville Road where wastes
were disposed (fig. 1). The Dirk’s Farm property (DFP)
is bounded by Razorville Road to the east, Acorn Road
to the north, the western limit of Acorn Road to the
west, and an unnamed grave] road to the south (fig. 1).
The study area is approximately bounded by Woodland
Creek (an intermifient stream) to the north and east,
well DF20 to the south, the Rock River o the north and
west, and wells MW and MW2 to the south and cast
(figs. 1 and 2). The study is a part of the Byron Super-
fund site.

Purpose and Scope

This report describes the results of a study
designed to determine the gechydrology and ground-
water quality underlying a Superfund site near
Byron, H1. In addition to a description of the geology
and hydrology of the study area, the results of a series
of aquifer tests and two rounds of water-quality
sampling in the study area are presented. The types
and concentrations of selected chemical constituents
in the ground-water system during the study are listed,
and a number of processes that affect the type, concen-
tration, and distribution of the chemical constituents in
the study area are identified.

Site History

The study area was the location of a “junk”™ yard
and nonpermiftted landfill in the 1960’s; at some later
date, industrial and liquid wastes also were deposited
within the study area. Waste disposal is known to have
occurred at the salvage yard as well as the north
disposal area, the east disposal area, the south disposal
area, and the west disposal area of the DFP (fig. 3).
Waste disposal is thought to have occurred in the
central disposal area of the DFP (Dames and Moore,
Inc., 1974; Ecology and Envirenment, Inc., 1976,

p. 8-12; Dames and Moore, Inc., 1975; U.S. Eaviron-
mental Protection Agency, 1994, p. 3:11 and fig. 3:3).

The Illinois Environmental Protection Agency

(TEPA) began inspecting the salvage yard in 1970 and

continued periodic inspections until 1972, In 1972,
the IEPA ordered the waste-disposal activities at the
salvage yard to cease following a fishkill in Woodland

- Creek, northwest of the salvage yard.

In May of 1974, three cattle were found dcad on
the DFP. Cyanide leachate from the DFP was deter-
mined to be the cause of these deaths (U.S. Environ-
mental Protection Agency, 1994, p. 2:4). Conse-
quently, an investigation of the contamination on the
DFP was undertaken by Dames and Moore, Inc.
Results of the investigation indicated that heavy metals
and (or} cyanide were present in the wastes and soils in
the north, south, east, and west disposal areas (Dames
and Moore, Inc., 1974, figs. 5 and 6}. Remedial cleanup
measures, which included the removal of barrels of
waste and soils contaminated with heavy metals and
the treatment of cyanide-contaminated soils from the
disposal areas on the DFP, were implemented in 1974
(Dames and Moore, Inc., 1976; CH2ZMHILL, Inc. and
Ecology and Environment, Inc., 1984, p. 2:3).  This
remedial action was completed in 1973, prior to pas-
sage of the Comprehensive Environmental Response
Compensation and Liability Act (commonly known
as Superfund) of 1980. Because the laws governing
regulation of hazardous-waste disposal had not been
enacted in 1975, this early remedial action was not
conducted with USEPA or IEPA oversight.

In 1982, the site was placed on the USEPA
Superfund National Priority List. Remedial cleanup
measures, including removal of known surface and
buried drums and highly contaminated soils, werc
implemented at the salvage yard by the IEPA in 1986
(U.S. Environmental Protection Agency, 1994,

p. 2:10). This remedial action was completed in 1987.

Subscquent to the remedial efforts at the
salvage yard and the DFF, clevated levels of heavy
metals and (or) cyanide were detected in soils at the
salvage yard and the east, west, north, and south
disposal areas of the DFP {(Dames and Moore, Inc.,
1976, p. 18-21; Camp Dresser & McKee, Inc., 1989,
p. 4:3—4:44; Environmental Resources Management,
1990, p. 1:13). Volatile organic compounds (VOC’s)
were detected in soils at the salvage vard and the west

.and east disposal areas of the DFP {Camp Dresser &

McKee, Inc., 1989, p. 4:3—4:44; Environmental
Resources Management, 1990, p. 4:3-4:5). Cyanide,
VOC’s, and heavy metals have been detected in ground
water beneath much of the study area (Camp Dresser &
McKee Inc., 1989, p. 4:91-4:94; Enviranmental
Resources Management, 1990, p. 5:5). The coptinued
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EXPLANATION

APPROXIMATE SALVAGE YARD BOUNDARY
_____ APPROXIMATE DIRK'S FARM PRCPERTY
BOUNDARY

w775 e TOPOGRAPHIC CONTOUR--Shows elevation
of land surface, in feet. Contour intsrval 25
feet. Datum is sea level

PLOF20  MSNITORING WELL LOCATION AND NAME

2,000 FEET

e s

500 METERS

oo

Figure 2. Location of monitoring wells, salvage yard, and Dirk’s Farm property, Byron Superfund site (from
1J.S. Envirenmental Protection Agency, 1994, figs. 2-5 and 3-4).
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presence of contaminated soils and ground water at this
site and the potential effect on human health and the
environment necessitated additional investigation,

Methods

The geologic description of the study area is
based on analysis of lithologic and geophysical logs
contained in previous reports (Ecology and Environ-
ment, Inc., 1976, p. 14-22; Gilkeson and others, 1977,
p. 19-24; D' Appolonia Waste Management Services,
1984, p. 77-88; Camp Dresser & McKee Inc., 1989,
p. 3:1-3:10; Kay and others, 1989, p. 8~14; Environ-
mental Resources Management, 1990, appendix H;
U.S. Environmental Protection Agency, 1994, appen-
dixes A and D), analysis of the lithologic and geophys-
ical logs compiled during this study (Frederick Paillet,
U.S. Geological Survey, written commun., 1991 and
1993), stratigraphic descriptions of cuttings and rock
cores from ten borings drilled during the current and
previous investigations, and observation of outcrops in
and around the study area. The stratigraphic nomencla-
ture used in this report is that of the Illinois State
Geological Survey (ISGS) (Willman and others, 1973,
p. 61-80 and 218-230) and does not necessarily follow
the usage of the USGS.

The geophysical logs utilized in this investiga-
tion include natural-gamma, acoustic-televiewer, heat-
pulse flowmeter, and three-arm caliper. These logs
were used primarily for stratigraphic correlation and to
characterize ground-water flow.

Natural-gamma logs were run by current or
previous investigators in 49 wells or boreholes
throughout the study area (U.S. Environmental
Protection Agency, 1994, table 3:2). Natural-gamma
logs measure the amount of natural-gamma radiation
emitted by the rock, which typically is a function of its
clay content. The ability to measure variations in clay
content makes this log useful tor stratigraphic correla-
tion. '

Acoustic-televiewer logs were run as part of the
current investigation in boreholes DF4D, DFSD, DF12,
DF13, DF17, DF24, PZ1, B6R, and SPW (fig. 2) prior
to the installation of monitoring wells in the boreholes.
Acoustic-televiewer logs run in boreholes GW16,
GW42, PZ2 PZ3, DPW, and AW1S for other studies
are not discussed specifically in this report. These
boreholes are located at the salvage yard or the DFP.
Acoustic-televicwer logs produce an oriented picture
of the borehole wall and typically are used to i1dentify

the location and orientation of vugs, fracturcs, and
solution openings intercepted by the borehole.

Three-arm caliper logs were run in the same

‘boreholes as the acoustic-televiewer logs. Three-arm

caliper logs measure the diameter of the borehole,
which is often enlarged in areas of fractures and solu-
tion openings.

Heat-pulse flowmeter Jogging was conducted
under conditions of natural flow in boreholes DF4D,
DF5D, DF12, DF13, DF17, SPW, PZ1, and B6R. If
vertical variations in head are present within the aqui-
fer, then vertical flow within the borehole is induced
{natural flow). Heat-pulse flowmeter logs measure the
direction and rate of vertical flow at various depths in
the borehole and identify the depths where measurable
changes in the rate of flow are present. Inflow (flow
into the borehole from the aquifer) is identified by an
increase in flow rate along the direction of flow in the
borehole. Qutflow {flow out of the borehole to the aqui-
fer) is identified by a decrease in flow raje along the
direction of flow in the borehole. The depths where the
flow rate changes are commonly intervals of increased
aquifer permeability. Boreholes DF4D, DF12, and
DF13 were pumped at between 2.0 and 3.5 gal/min
with the pump intake set near the static water level in
the borehole to verify the location of the flow intervals
identified by flowmeter logging during conditions of
natural flow. Heat-pulse flowmeter logs were comparcd
with televiewer logs to identify the specific features
(vuggy zones, fractures, and solution openings)
through which water was flowing.

Bedrock stratigraphy was described by the ISGS
from cores collected at the boreholes in which wells
MW2, MW20, DF4D, DF11, AWID, AW4S, and
AWA4D were installed (fig. 2) (Michacl Sargent, 1llinois
State Geological Survey, written commun., 1992).
Environmental Resources Management (1990, appen-
dix C) also described bedrock stratigraphy from a core
collected at the borehole in which well PCLC was
installed and from cuttings of the boreholes in which
wells PC2B and PC3B were installed.

The hydrologic description of the study area is
based on analysis of static water-level measurements,
flowmeter logs, slug tests, and constant-discharge
aquifer tests. Each of these methods characterizes the
aquifer at a different scale.

Water levels were measured from wells through-
out the study area approximately every 3 months from
August 1990 to January 1993. Water-level measure-
ments were collected with a calibrated electric tape and
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are accurate Lo within about 0.02 ft. This report
focuses on the walcr-level data collected from 84 wells
on January 27, 1992, because conditions during that
time are representative of the entirc monitoring period
(U.S. Environmental Protection Agency, 1994, appen-
dix L) and because of the large number of wells mcas-
ured on that date.

Discrete test intervals in borcholes DF2D,
DF4D, DF5D, DF6, DF12, DF13, DF14D, DF17,
SPW, AW1S, and PZ1 (fig. 2) were isolated using a
packer assembly. The packer assembly consists of two
4-ft long inflatable neoprene packers separated by 10 ft
of screened stainless steel or slotted aluminum pipe
(fig. 4). The packer assembly was constructed so that
ground-water levels (heads) could be measured above,
below, and within the test interval after the packers
were inflated and the water levels had equilibrated. The
head above, within, and below the test intervals typi-
cally were not equal, which indicates that the packers
were effectively isolating the test inicrval from the rest
of the borehole. In addition to measuring the vertical
distribution of head in the aquifer, slug testing and
waler-quality sampling were conducted in these test
intervals.

Horizontal hydraulic conductivities were calcu-
lated from data collected during slug testing conducted
in 55 discrete intervals isolated by the packer assembly
at boreholes DF2D, DF4D, DF3D, DF6, DF12, DF13,
DF14D, SPW, PZ1, and AW1S8. Slug tests also were
conducted in 61 monitoring wells located throughout
the study area. :

Shug tests involved insertion of a solid cylinder
below the water level and measurement of water-level
decline with time utilizing a pressure transducer, then
removal of the cylinder from the well and measurement
of water-level rise with time. Tests where the water-
level decline is measured are referred to as falling-head
lests. Tests where the water-level rise is measured are
referred to as rising-head tests. If the water level is
above the top of the screen in the well or packer assem-
biy, both tests typically are analyzed to verify the
results. Jf the water level is below the top of the screen,
the effects of water drainage to the unsaturated zone
on water levels are potentially large during the falling-
head phase. The rising-head tests typically were
analyzed if the watcr level was below the top of the
well screen to eliminate potentially erroneous results.
The results of the falling-head tests typically are
presented for the discrete intervals isolated by the
packer assembly.

Slug-test data for test intervals A and B of bore-
hole DF12 and for wells DF24, MW 16, B6R, PW3, and
MW41 were analyzed utilizing the oscillatory response
technique of van der Kamp (1976). This technique was
developed for analysis of slug-test data from highly
permeable aquifers where the effects of the inertia of
water in the wcll dominate the aquifer response (under-
dampened response). A fully penetrating well in a con-
fined aquifer where head loss resulting from friction is
minimal is assumed with this technigue. To achieve a
solution to the aquifer transmissivity equation, aquifer
storativity was assumed to be 0.005 when using the van
der Kamp technigue. When horizontal hydraulic con-
ductivity was calculated from the transmissivity, the
thickness of the aquifer was assumed to equal the
length of the test interval of the packer assembly or the
open interval of the monitoring well. Applying the
van der Kamp technigue to analyze slug-test data from
a partially penetrating well in an unconfined aquifer is
assumed to accurately cstimate horizontal hydraulic
conductivities.

Slug-test data for the remaining monitoring -
wells and test intervals isolated with the packer assem-
hly were analyzed using the technique of Bouwer and
Rice {1976). This technique was developed for use in
unconfined aquifers with wells that fully or partially
penetrate the aquifer.

The following conditions are assumed in the
application of the van der Kamp and Bouwer and Rice
techniques—

1. The water-level change in the vicinity of the well is
negligible.

2. Flow above the water table can be ignored.

3. Head losses as the water enters the well are negligi-
ble.

4. The aquifer is homogeneous and isotropic.

These conditions were met or approximated in ail of

the aquifers al the scale measured by slug tests.

When analyzing the slug-test data, the following
was assumed-—

1. The radivs of the casing is equal to the radius of the
riser pipe if the water-level altitude measured before
the start of the test is above the top of the screen, If
this is not the case, the radius of the casing was
calculated by applying the technique described by
Bouwer and Rice (1976, p. 24).

2. The value for the length of the screen, through which
water enters the aquifer, is equal to the length of the
screened interval of the well or packer assembly if
the water-level altitude measured before the start of

8 Geology, Hydrology, and Ground-Water Quality at the Byron Superfund Site Near Byron, Ilinois
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the test is above the altitude of the top of the screen.
If this is not the case, the value is equal to the dis-
tance from the bottom of the screen in the well or
packer assembly to the water level measured before
the start of the test.

3. The aquifer is at steady state if the water-level
change in the test interval is 0.01 ft/min or less.
These assumptions greatly simplified the analysis of
the slug-test data and should not result in a substan-
tial error in the calculated horizontal hydraulic con-
ductivitics.

Most of the stug tests resulted in clearly defined
trends in water Jevel with time that were easily matched
to a straight-line fit (fig. 5) indicating that confidence
can be placed on these values. Data were analyzed by
applying the technigues recommended by Bouwer
(1989) where a straight-line {it to the data could not be
easily obtained.

A constant-discharge aquifer test was conducted
in and around borehole DF4D from January 31 to
February 5, 1992. Water was pumped from the bore-
hole at a constant rate of 7.25 gal/min (1,447 ft°/d)
for 400 minutes while water levels were monitored
in nearby wells. After the raw water-level data from
the pumping phase were collected, corrections for the
effects of changes in barometric pressure, background
water-level fluctuations, partial penetration of the
observation wells, and dewatering of borehole DF4D
on the water-level data were considered. This was
done so an accurate value for drawdown could be
determined. After revision, the drawdown data were
analyzed using the type-curve method of Papadopulos
(1963). This technique was developed for analysis of

homogeneous, anisotropic aquifers. The main condi- -

tions assumed in this mcthod are the following:

1. The pumped well is fully penetrating.

2. The pumped well discharges at a constant rate, Q,
beginning at time t = 0.

3. The radius of the pumped well is infinitesimal.

4. The aquifer is underlain by an impermeable
boundary. '

5. The aquifer is roughly homogeneous over the scale
of the test with drawdown in the aquifer approxi-
mating an ellipse centered at the pumped well. The
major axis of the ellipse is roughly parallel to the
direction of maximum transmissivity.

The first four of these conditions were met or approxi-

mated. Attempts to calculate the transmissivily tensor

from the aquifer test resulted in negative transmissivity
values bascd on the type-curve and straight-line

methods of Papadopulos (1965), graphical and analyt-
ical procedures (Allen Shapiro, U.S. Geological
Survey, written commun., 1992), and the three-
dimensional techniques of Hsieh and Neuman (1985).
This indicates that the fifth condition was not met.

Aquifer-test data from borehole DF12 were
analyzed by applying the specific-capacity method
described by Walton (1962, p. 12). The following
conditions are assumed in the specific-capacity
method—

1. Well loss is negligible.

2. The well penetrates the entire saturated thickness of
the aquifer.

3. The effective radius of the well has not been affected
by well development and is equal to the nominal
radins of the well. '

The first two conditions are likely to be approxi-
mated at borehole DF12. Because of the large fractures
and solution openings at borehole DF12, the effective
radius of the well is likely to be greater than the nomi-
nal radius (6 in.). The underestimation of well radius
should result in caiculated values of transmissivity that
are lower than the actual values. A value of 0.005 was
assumed for the storage coefficient.

Water-quality samples were collected from test
intervals in boreholes and from completed monitoring
wells. Water-quality data were utilized in defining the
pathways of ground-water flow.

Water-quality samplcs were collected from
57 test intervals in boreholes DF2D, DF4D, DF5D,
DF6D, DF12, DF13, DF14D, DF17, SPW, and AW1S
{fig. 2) using the packer assembly (fig. 4). These
samples were analyzed for concentrations of VOC’s.
The test intervals in boreholes SPW and AWIS also
were sampled for cyanide. Sampling from the test
intervals was used as a screening device.

Euch borehole was purged of at least three times
the total volume of water in the borehole with a high-
capacity submersible pump prior to insertion of the
packer assembly. Purging was done to develop the
borehole, remove water affected by the drilling pro-
cess, and remove water affected by vertical flow within
the borehole. Low-flow ground-water-sampling pumps
were nutilized to purge between two and four volumes
from most of the test intervals prior to sampling to
assure a representative sample. If permeability was
to low too allow two volumes to be purged from the test
interval in less than 8 hours, as was the case at borehole
DF14D, then less than one volume was purged.

10 Geology, Hydralogy, and Ground-Water Quality at the Byron Superfund Slte Near Byron, Minois
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The samples from boreholes DF4D, DF2D,
and DF6ED were initially analyzed with a portable gas
chromatograph (GC). The detection limit of the porta-
ble GC was thought to be about 10 ug/L; however, the
portable GC failed to detect concentrations of trichlo-
roethene (TCE) as large as 30 pg/L in some of the sam-
ples collected for QA/QC. The portable GC did detect
VOC's in the samples from test intervals C, E, and F in
borehole DF6 at concentrations less than 10 pp/l..
Boreholes DF2D and DF4D were resampled and
reanalyzcd.

Samples collected from the test intervals in
boreholes AW1S, SPW, DF2D, DF4D, DFSD, DF12,
DF13, DF14D, DF17, and test intervals A and B in
borehole DF6 were analyzed by Central Regional Lab-
oratory, a USEPA contract laboratory, or the USGS
Water-Quality Laboratory in Arvada, Colo., using the
gas chromatography and mass spectrometry (GCMS)
method. The detection limit for the USGS laboratory
generally was from 1 to 3 pg/L for all VOC’s. The
detection limit for the USEPA laboratories generally
was from 1 to 3 ug/L, depending on the VOC. Dupli-
cate samples analyzed hased on the GCMS method
gave results that generally were similar to the initial
sample.

Over 115 ground-water samples werc collected
from 65 monitoring wells during two sampling
periods. The first sampling period was in May 1991
The second sampling period was from November 1991
1o April 1992. Ground-water samples were analyzed
for a variety of constituents including VOC’s and
cyanide. Samples were collected, preserved, stored,
and analyzed according to QA/QC guidelines outlined
in the approved Quality Assurance Project Plan for the
site (U.S. Environmental Protection Agency, 19905,

Low-flow ground-water-sampling pumps were used to

colleet the samples. A minimum of three well volumes
{volume of water in the well pipe or open borehole)
were purged from each well prior to sample collection.
Well purging was judged to be completed once stabili-
zation (less than 10 percent variation between three
successive half well-volume measurements) was
reached for temperature, specific conductance, pH, and
oxidation-reduction potential.

Samples collected from the monitoring wells
were analyzed by a USEPA contract laboratory or the
USEPA Region 5, Central Laboratory. The detection
limit for VOC's typically was 10 ug/L, depending on
the constituent. The detection limil for cyanide also

was 10 png/L. Only results deemed acceptable for use
after QA/QC review are presented in this report.

GEOLOGY

The bedrock geologic units of primary interest
in the study area are sandstone, shale, and dolomite of
Ordovician age. From oldest to youngest, these units
are the St. Peter Sandstone and Glenwood Formation
of the Ancell Group, and the Platteville and Galena
Groups. These bedrock deposits are unconformably
overlain by Quaternary glacial, fluviogiacial, and
alluvial deposits (fig. 6).

The St. Peter Sandstone is a coarse-to-medium
grained quartz arenite, characterized by a high percent-

age of well-rounded quartz grains. Well logs obtained

from the ISGS indicate that the St. Peter Sandstone is
approximately 420 ft thick in this area (fig. 6).

The Glenwood Formation is a highly heteroge-
neous unit of sandstone, dolomite, and shale that over-
lies the St. Peter Sandstone. The base of the Glenwood
Formation consists of a poorly sorted, well-rounded,
dolomitic quartz sandstone, known as the Kingdom
Sandstone Member (fig. 6). The Kingdom Sandstone
Member typically is about 16 ft thick in the study area
(Michael Sargent, Illinois State Geological Survey,
written commun., 1993).

The Kingdom Sandstone Member grades
upward into a massive argillaceous dolomite known as
the Daysville Member of the Glenwood Formation.

‘The Daysville Member is about 16 ft thick in most of

the study area (Michacl Sargent, Illinois State Geolog-
ical Survey, written cornmun., 1993).

The uppermost unit of the Glenwood Formation
is a gray-green shale known as the Harmony Hill Shale
Member. The Harmony Hill Shale Member is about
5 ft thick in most of this area.

The Platteville and Galena Groups are the upper-
most bedrock deposits in most of the study area and
consist of fractured, partly cherty, partly argillaceous
dolomite. Shale partings are common throughout these
deposits. The two groups are subdivided into forma-
tions primarily based on subtle variations in clay and
silt content (Willman and Kolata, 1978, p. 7). The
primary porosity of the dolomite, which compose
the Platteville and Galena Groups, was calculated
to range from about 4 to 22 percent with a median
value of about 10 percent at this site (Patrick Mills,
U.S. Geological Survey, written commun., 1993;

- U.S. Environmental Protection Agency, 1994, p. 4:15).
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The Pecatonica Formation is the basal unit of the
Platteville Group (fig. 6) and is composed of brown,
finely vuggy, medium bedded, mottled dolomite. This
deposit unconformably overlies the Harmony Hill
Shale Member of the Glenwood Formation and is from
0 to 33 ft thick at the site.

The Miffiin Formation is composed of thinly
bedded, mottled dolomite with numerous shale past-
ings. The Mifflin Formation unconformably overlies
the Pecatonica Formation and ranges from 0 to about
15 ft thick in the study area (fig. 6). The unconformity
between the Pecatonica and Mifflin Formations is dis-
tinguished by a layer of iron-stained pyrite.

The Mifflin Formation is conformably overlain
by the Grand Detour Formation. The Grand Detour
Formation is composed of a lower, medium-grained,
medium-bedded, mottled dolomite with little clay and
an upper, thinly bedded, argillaceous dolomite with
some fossils (fig. 6). The thickness of the Grand
Detour Formation ranges from O to 45 ft (fig. 6).

The Nachusa Formation conformably overlies
the Grand Detour Formation and is composed of a
thickly bedded to massive, finc-to-medium grained,
viggy dolomite. The middle part of the Nachusa For-.
mation is slightly argillaceous. The upper and lower
parts of the formation are composed of pure dolomite.
This formation is from 0 to 25 ft thick in the study area.

The Quimbys Mill Formation is the uppermost

deposit of the Platteville Group. This formation uncon-

formably overlies the Nachusa Formation and uncon-

formably underlies the deposits of the Galena Group. -

The Quimbys Mill Formation is composed of mottled
dolomite with saumerous shale partings and ranges in
thickness from 0 to 2{} ft in this area.

The Guttenberg Formation, where present, is the

basal unit of the Galena Group. The Guttenberg Forma-
tion is composed of vuggy dolomite with thin beds of
red or brown shale. This deposit is absent in much of
the study area, presumably because of erosion during
the Ordovician System, and has a maximum thickness
of about 5 ft.

The youngest bedrock deposit in the study area is
the Dunleith Formation of the Galena Group (fig. 6}.
The Dunleith Formation is composed of alternating
beds of pure and argillaceous dolomite. The pure
dolomite deposits are medium-to-thick bedded and
vuggy. The argillaceous dolomite deposits are medium
1 thinly bedded. The base of the Dunleith Formation
conformably overlies the Guttenberg Formation where
the Guttenberg occurs and unconformably overlies the

Quimbys Mill Formation where the Guttenberg Forma-
tion is absent. The Dunleith Formation is from 0 to
70 ft thick in the study area.

A more detailed understanding of the bedrock
stratigraphy at the site, particularly the stratigraphy of
the Platieville and Galena Groups, was obtained from
core descriptions and geophysical logging. The strati-
graphic descriptions were compared to natural-gamma
logs from wells MW2, MW20, and AW1D and bore-
holes DF4D, DF11, and AW4S (two examples are
shown in figs. 7 and &) so the natural-gamma signal of
the bedrock formations could be identified. Natural-
gamma logs from wells with stratigraphic descriptions
were compared with natural-gamma logs from other
wells and boreholes so the stratigraphy at these loca-
tions could be determined (examples are shown in
figures 9—14, at end of report). Data from these wells
and boreholes were then used to correlate stratigraphy
throughout the study area (figs. 15-17, at end of
report).

Natural-gamma logs at several locations,
particularly boreholes DF12 and SPW, have intervals
of high clay content that are not present at other loca-
tions (figs. 10 and 13). When (hc patural-gamma,
acoustic-televiewer (figs. 10 and 13) and caliper data
{not shown) for boreholes DF12 and SPW are com-
pared, it is apparent that many intcrvals with high clay
content correspond to fractured parts of the dolomite.
Clays in the fractures indicate that infilling of fractures
is obscuring the original stratigraphy at these focations.

Spectral-gamma Jogs run in borehole SPW
indicated elevated amounts of uranium and thorium in
the fractures. Potassium was the dominant source of
gamma radiation in the unfractured dolomite at bore-
hole SPW (Frederick Paillet, U.S. Geological Survey,
written commun., 1991). The different elements in the
clay minerals in the fractured and unfractured dolomite
indicate that the clays in the fractures are from a differ-

-ent source than the clays in the dolomite matrix. This is

farther indication of infilling of fractures with clay
minerals.

Because ground-water flow in the Platteville and
Galena Groups is primarily through fracturcs, faults,
and solution openings in the dolomite, 4 detailed under-
standing of these features is essential to understanding
vertical and horizontal ground-water fiow and contam-
inant transport. A study of fracture orientations in the
Platteville and Galena dolomite was conducted at
quarries, outcrops, and trenches in and around the
study area by Sargent and Lundy, Inc., and Dames

14 Geology, Hydrolegy, and Ground-Water Quality at the Byron Superfund Site Near Byron, lllinois
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and Moore, Inc. (1975). The results of this study indi-
cate two main directions of strike to the vertical frac-
tures in the Byron area: N. 60 W.to N. 75 W. and

N. 15 E. to N. 30 E. The trend from N. 60 W. to

N. 75 W. is the dominant stractural trend. Clays have at
least partially infifled some of the fractures. The report
also noted the presence of a fault (measured displace-
ment of 6 in.) associated with the topographic low at
Woadland Creek (fig. 1). The report concluded that the
faulting and fracturing in this area is related to move-
ment along the Sandwich Fault zone, a part of which is
7 mi south of the site. Development of the Sandwich
Fault zone occurred afier deposition of the youngest
bedrock in northern [linois (Ordovician and Silurian

* age) but prior to deposition of the Pleistocene deposits.

Collapse features from 10 to 15 fi wide were
obscrved by USGS, USEPA, and ISGS personnel at
the Benesh Quarry south of the study area (fig. 1). The
collapse features were formed by dissolution of dolo-
mite in the upper, argillaceous part of the Grand Detour
Formation (Dennis Kolata, Tllinois State Geological
Survey, oral commun., 1994). Collapse features do not
appeat to extend to the overlying deposits.

Acoustic-televiewer and three-arm caliper logs
were run in selected boreholes to obtain a more com-
plete characterization of the fractures and solution
openings in the dolomite (Frederick Paillet, U.S. Geo-
logical Survey, written commun., 1991} (figs. §-14).
Televiewer logs show numerous small (typically less

than 0.25 ft thick) subhorizontal fractures or solution -

openings through the entire thickness of all the bore-
holes that were logged. Vugs also were detected
through the entire thickness of the dolornite in much of
this area. Subhorizontal fractures and solution open-
ings greater than 0.5 ft thick were detected in boreholes
DF12, DF17 (figs. 10 and 12}, DF24 (not shown), and
B6R (not shown). This is consistent with the lithologic
logs from boreholes DF12, DF24, and B6R, which
indicate a rapid increase in drilling rate near the bottom
of these boreholes and an absence of water and drill
cuttings expelled from the borehole. The absence of
water and drill cuttings expelled from the borehole
typically indicates they are moving into very large
fractures and solution openings in the rock. During
three-arm caliper logging of borehole DF12, the 3-ft
long probe fell on its side indicating a large solution
opening. Large and small subhorizontal fractures and
solution openings tend to be concentrated in the Grand
Detour and Mifflin Formations, which 1s consistent
with observations at the Benesh Quarry.

[n addition to subhorizontal fractures and solu-
tion openings, acoustic-televiewer logs indicate
inclined fractures in the dolomite. A large vertical
fracture was identified at borehole SPW at depths of
72, 80.5,92, 100, and 123 ft {fig. 13). Inclined fractures
were observed in borehole DF4D at depths of about 82,
84. and 86.5 ft; in borehole DFSD at depths of about 96,
106, and 146.5 ft; in borehole DF12 at depths of about
79.5, 82, 88, and 91.5 ft; and in borehole DF13 at a
depth of about 102 ft (figs. 8-11). The dip of the frac-
tures in boreholes DF4D, DFSD, DF12, and DF13 is
from 18 to 87 degrees below horizontal.

The small number of inclined fractures inter-
cepted at a single borehole is most likely because of the
difficulty in intercepting inclined fractures with a verti-
cal well boring. Though the acoustic-televiewer logs
indicate only a few inclined fractures at any borehole,
the consistent interception of inclined fractures indi-
cates a network of inclined fractures in the dolomite
deposits. Inclined fractures are likely to be an impor-
tani route by which ground water and ground-water
contaminants migrate vertically through the dolomite.

The strike of the inclined fractures at boreholes
DF5D and DFAD was about N. 90 E. This is roughly
parallel to the orientation of the West Ravine (fig. 2)
and indicates that these fractures are part of the same
fracture network that affected the development of the
West Ravine.

The strike of the inclined fractures in boreholes
SPW and DF13 was from N. 58 W. to N. 72 W. This
approximates the dominant fracture orientation in the
dolomite identified by Sargent and Lundy, Inc., and
Dames and Moore, Inc. (1973).

The strike of most of the inclined fractures at
borehole DF12 was approximately due north-south.
This strike is parallel to the orientation of the fracture
trace near wells MW 15 and MW 16 (figs. 1, 2).

Acoustic-televiewer data collected by the USGS
and data on fracture orientations collected by Sargent
and Lundy, Inc. and Dames and Moore, Inc. (1975),
indicate that the dominant orientation of the inclined
fractures in the dolomite is in the N. 60 W. to N. 75 W,
direction, especially in the topographically high areas
away from the faults and fracture traces (fig. 1). In
localized areas where fracture development has been
extensive enough to affect surface topography (the
areas near wells MW15 and MW 16, Woodland Creek,
and the West Ravine), the dominant orientation of the
inclined fractures in the dolomite appears to parallel
the orientation of the fracture trace.

Geology 17



Quaternary deposits lie unconformably on the
bedrock throughout the study area (fig. 6). Alluvial
sand and gravel deposits are present in the valley of the
Rock River and along the lower reaches of Woodland
Creek, the Northwest Ravine, and the West Ravine
(fig. 1). Windblown sand and silt deposits (loess),
underlain by outwash sand and gravel deposits, gener-
ally are Tocated along the upper rcaches of Woodland
Creek, the Northwest Ravine, and the West Ravine.
Windblown deposits and two underlying ti1} units com-
pose the surficial deposits along the topographic ridges.
Quaternary deposits generally are less than 10 ft thick
along the topographic ridges, but are usually greater
than 20 ft thick in the ravines (figs. 15-17). The thick-
ness of the Quaternary deposits at the Rock River is
unknown but exceeds 130 ft at well RR10 (fig. 2).

A bedrock ridge trending southeast to northwest
is between Woodland Creek and the West Ravine, and
is reflected by a prominent topographic ridge. The bed-
rock consists of dolomites of the Platteville and Galena
Groups in most of the study area (figs. 15-17). The
Platteville and Galena Groups, and the Glenwood For-
mation have been eroded near the Rock River; and the
bedrock is composed of the St. Peter Sandstone.

The bedrock in the study area dips to the south
near Woodland Creck, hut no consistent trend is indi-
cated near the West Ravine. The altitude of the
top of each stratigraphic unit along Woodland Creek
(fig. 16, line of scction A—A") decreases overall from

' northwest to southeast. Near the West Ravine, the altj-
tude of the top of the stratigraphic units (fig. 17, line of
section B-B") is highest in the vicinity of wells DF4D
and DF1D, and decreases to the east and west,

HYDROLOGY

The geologic units in this area can be divided
into four primary geohydrologic units—the unconsoli-
dated aquifer, the Galena-Platteville aquifer, the
Harmony Hill Shate semiconfining unit, and the
St. Peter aquifer (fig. 6). These hydrologic units,
particularly the Galena-Platteville aquifer, have been -
affected by waste-disposal activities at the site. Well
records indicate thai the unconsolidated, Galena-
Platteville and-St. Peter aquifers are utilized for water
supply in the study area.

Water-level measurements collected from
84 wells on January 27, 1992 (table 1), were used to
prepare maps of the altitude and configuration of the
water table (fig. 18, at end of report), the potentionetric

surface at the base of the Galena-Platteville aquifer
(fig. 19, at end of report), and the potentiometric sur-
face at the top of the St. Peter aquifer (fig. 20, at end
of report). These maps indicate that ground-water flow
at the water table, the base of the Galena-Platteville
aquifer, and the St. Peter aquifer is from the salvage
vard toward the Rock River with components of flow
toward Woodland Creek and the West Ravine. Cursory
examination of the maps also indicates that the water
table typically is higher than the potentiometric surface
at the base of the Galena-Platteville aquifer, which 1s
higher than the potentiometric surface at the top of the
St. Peter aquifer in much of the study arca.

Unconsolidated Aquifer

The unconsolidated aquifer is composed of
the saturated sand and gravel deposits along the Rock
River and the saturated Quaternary depuosits in the
lower reaches of Woodland Creek, the West Ravine,
and the Northwest Ravine (fig. 18). The unconsolidated
aquifer is unconfined and, where present, is in good
hydraulic connection with the underlying Galena-
Platteville and St. Peter aquifers, except near the DF9
well cluster (fig. 2). A semiconfining unit composed
of till is between the unconsolidatcd and Galena-
Platteville aquifers in this area. The thickness of this .
semniconfining unit is about 15 ft. Lithologic logs from
residential wells near the DF9 well cluster indicate that
the till part of the semiconfining unit extends less than
200 ft from the DF9 well ¢cluster. Therefore, the till is
unlikely to have an appreciable effect on the hydrology
of the study area.

Water Levels

Water—level data collected on January 27, 1992,
from those wells open to the unconsolidated aquifer
nearest the river (RR-1, 2, 3, 4) indicate that the head
increases with increasing well depth (table 1). Head
values in wells RR7 and RRS north of the river also
increase with increasing well depth. Although the stage
of the Rock River was not measured in January 1992,
head values in all these wells exceeded the river stage
during most measurement periods (U.S. Environmen-
tal Protection Agency, 1994, appendix L) indicating
that ground water typicaily has the potential to
discharge to the Rock River. This is consistent with
previous investigations, which documented ground-
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Table 1. Monitoring well and water-level data, Byron Superfund site

[Well locations shown in figure 2]

Hydrologic unit well is open to:  GPWT, well open to the water table in the Galena-Plaucvilic aquifer; BGP, well open to the base of the Galena-
Platteville aguifer; MGP, well open to the middle of the Galena-Plattevitle aquifer; UAWT, well open to the watcr
table in the unconsolidated aquifer; UAM, well open to the middle of the unconsolidated aquifer; GPSS, well open
to the enlire thickness of the Galena-Planeville aquifer and the upper part of the St. Peter Sandstone aquifer;

38, well open to the St. Peter Sandstone aquifer; HHS, well open to the Harmony Hill Shale semiconfining vnit;
GP, well open 1o most or all of the Galena-Plarteville aquifer

Water-level altitude: <, less thar; NT, measuremett not taken

. Measuting Water-level
Depth of Open point altitude
Hydrologic boring interval alitude January 27, 1992
Well unit wall (feet below (feet below (feet above {feet above
name is open to land surface)} land surface) sea level} sea leval)

AWI1D BGP 161 149-161 833.55 753.68
AWILS GPWT 83 7-83 833.89 806.43
AW?2 GPWT 71 1071 §43.13 78773
AWAD BGP 118 95118 TR3.94 73507
AW4S GPWT 50 15-30 783.70 744.46
AWSD BGP 172 159-172 845.81 753.74
AWSI MGP 100 93100 845.79 766.85
AWE GPWT 35 §9-33 828.710 B06.61
B1 GPWT 35 14-35 771.81 <736.81
B2 GPWT 60 31-60 79276 <732.76
B3 GPWT 50 ' 32-5¢ 819.85 775.12
B4 GPWT a0 6390 834.03 753.76
B3 GPWT 40 21-40 846.82 809.12
B6 GPWT 95 © 7695 850.48 NT
BoR GPWT 102 15-102 851.69 753.68
DF1D BGP i1 76-94 787.69 727.55
DF1S GPWT 62 39-62 787.12 728.07
DF2D BGP 112 104112 796.24 729.38
DF2S GPWT 75 52-75 795.29 728,74
DB3 GPWT 66 43-66 792.09 729.28
DF4DS GPWT 151 4]1-64 83322 NT
DF4DLD BGP 151 137-151 83304 ' NT
DE4S MGP 7l 78-92 833.26 756.79
DF5D MG 168 98109 84475 753.97
DE5S GPWT 65 13-65 84429 : B03.72
DF6 BGP 151 113-125 828.11 T44.17
DE7L) UAM 53 4048 TN279 675.14
DF75 UawT 27 20-27 71271 685.99
DF3 BGP 63 55-63 75773 719.70
DFYD BGP 51 41-51 707.38 677.12
DF9S UAWT _ 20 7-20 707.61 688.22
DF10 GPWT 84 62-84 83427 753.66
DF11 GPWT 84 63-84 834.38 -753.60
DF12 BGP 134 122-134 83474 753.70
DF13 MGP 158 101~112 §39.24 753.92
DF14Dx BGP 166 134-147 847.05 753.8%
DF148 GPWT 111 71-88 847.51 <762.11
DFI15 GPWT 115 7-115 849.9] 745.51
DF17 BGP 123 97--123 820.59 732.04
DF18 GPWT 63 3663 780.51 72157
DF19 - GPWT 65 48-65 788.87 727179
D20 GPFWT 80 9-8(} 80491 725901
DF2] GPWT 100 18-100 84043 758.87
DF22D BGP 135 99-10% 811.77 72817
DF228 GPWT 135 6790 812.06 72786
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Table 1. Monitoring well and water-level data, Byron Superfund site—Continued

Measuring Water-level
Cepth of Open point altitude
Hydrologic baring © interval altitude January 27, 1992
Waell unit well (feet below (feet below {feat above {feet above
name is open to land surface) land surface) sea level) sea level)
DF23 BGP 63 5363 755.66 719.09
DF24 GPWT 102 19-102 813.94 725.60
DPW 85 310 150-310 337.06 NT
GW16 GPSS 133 16--133 T88.79 NT
GW42 GPWT 1N 5-101 838.58 753.16
MS1 EGP 47 3447 72927 604.79
MS2 S8 87 72-82 731.14 678.14
MW1 GPWT 7l 13-71 862.15 BD6.50
MW2 35 231 219231 861.38 685.75
MW3 GPWT 76 14-76 B3¥.82 780.28
MWE BGP 180 170-180 $33.40 733.56
Mwo GPWT 106 96-106 852.66 758.19
MWI10 IS 189 178-189 : B54.42 762.98
MW BGP 83 68-83 747.89 719.49
MW 121 UAM 52 43-52 726,99 713.44
MWI12S UAWT 33 22-33 728.55 712.58
MW13 GPWT 86 73-86 82242 752773
MW16 BGP 147 107124} 823.64 752.68
MW18 55 237 227237 853.09 NT
MW20R S8 i91 172-191 822.03 682.44
MW21 85 234 215-234 321.88 68247
MW30 GPWT 40 24-37 858.90 819.83
MW3i] GPWT 63 50-63 77236 719.04
MW3z GPWT 46 1946 755.31 714.03
MW33 GPWT 58 22-58 759.21 712350
MW36 BGP 156 136-156 £43.99 753.93
MW37 85 206 180-206 843.59 NT
MW39 SS 186 164186 836.95 682.99
MW41 BGP 146 . 102-121 817.07 75248
- Mw42 BGP 152 135-152 . 836.57 75362
PCIE GPWT 48 3248 757.60 720,28
PCI1C S8 112 97-112 758.16 680.60
PC2R GPWT 103 85-103 84277 757.61
PC3B GPWT 93 64-83 828.53 76073
PC4B GPWT 83 6883 803.04 727,76
PC5B GPWT 73 57-73 788.59 72543
PC6B GPWT 103 82-103 #31.30 ) 746.73
PW3 GPWT 91 §-91 83338 753.64
PZ1 ) GF 165 20-165 838.51 NT
PZ2 GP 115 _ 20-115 829.21 NT
RR1 UAM 55 40-53 679.99 672.14
RR2 UAM 25 9-25 678.55 ' NT
RR3 TAWT 15 4-15 674,90 672.11
RR4 UAM BE 70-88 67824 67218
RRS UAM 40 3140 689.61 672.11
KR& UAWT 25 13-25 690.33 672.08
RR7 UAWT 44 25—H4 709.00 . 672,71
RR2 UAM 100 B7-100 710.19 672.76
RR% 1AM 38 50-58 6589.28 672.00
RRI1O UvaM 123 105-113 676.27 NT
5PW GP 150 20-150 83643 ) NT
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water discharge to the Rock River in the study area
{Avery, 1994, p. 17).

Head values in the two wells open to the
unconsolidated aquifer at Woodland Creek (MWI25,
MW 2I) increased with increasing well depth during
most of the periods of measurement. This result is con-
sistent with a ground-water discharge boundary near
Woodland Creek.

Head values in the remainder of the wells open
to the unconsolidated aquifer (RR5, RR6, RRY and
DF78, DF7D clusters) {fig. 2} decreased with increas-
ing well depth during most of the periods of measure-
ment (table 1). This indicates the potential for flow
from the water table decper into the ground-water-flow
system in much of the unconsolidated aquifer.

Aquifer Tests

Previous investigators attempted to calculate
horizontal hydraulic conductivities from slug tests in
wells RR1, RR2, RRS5, and RR6. These wells are open
to the unconsolidated aquifer near the Rock River
(fig. 2). The high permeability of the aquifer at these
wclls prevented collection of sufficient data for analy-
~ sis in every well except RRS, where a horizontal
hydraulic conductivity of 2.1 x 10° fyd was calculated
(Avery, 1994, p. 8).

Horizontal hydraulic conductivities calculated
from three slug tests conducted during the current
investigation in wells open o the unconsolidated aqui-
fer ranged from 5.1 x 107! t0 9.8 x 10° f/d (table 2).
Though sparse, the data indicate that the unconsoli-
dated aquifer is moderately to highly permeable
throughout the study area.

Galena-Platteville Aquifer

The Platteville and Galena Groups are lithologi-
cally and hydrelogically similar, and are considered a
single hydrologic unit—the Galena-Platteville aquifer.
The Galena-Platteville is an unconfined, double-
porosity aquifer characterized by a primaty porosity
associated with the porous rock matrix and a secondary
porosity associated with the fractures, joints, and solu-
tion openings in the dolomite. The clements of primary
and secondary porosity are hydraulically connected.
Maeist ground-water flow is through the fractures, joints,
angdfsolution openings, whereas most ground-water
stdrj’;}ge is in the porous mairix of the aquifer.

The water table is in the Galena-Platteville aqui-
fer in most of the study area (fig. 18) and the Galena-
Platteville is the uppermost aquifer beneath the dis-
posal sites. The Galena-Platteville is the most contam-
inated aquifer in the study area, primarily because it is
closest to the disposal sites. Because of the complex
pathways of flow in this aquifer, extensive investiga-
tion is required to adequately characterize ground-
water flow and contaminant transport.

Water Levels

The water-table configuration in the Galena-
Platteville aquifer generally mirrors surface topogra-
phy (fig. 18). The overall direction of ground-water
flow in the aquifer is toward the Rock River with
components of flow toward topographic lows at Wood-
land Creek and the West Ravine. The water-table con-
tours and water-quality data, collected by previous
investigators, indicate a hydraulic barrier to ground-
water flow in the vicinity of Woodland Creek prevent-
ing flow across the creek (a no-flow boundary). It is
unclear if a hydraulic barrier is associated with the
West Ravine.

Closer analysis of thc water-table configuration
indicates that the Galena-Platteville aquifer underlying
the salvage yard and DFP can be divided into four
zones based on the altitude and configuration of the
water table (fig. 21, at end of report). Each of these
zones has distinctive hydraulic characteristics (table 3).
Transitional areas are present between most zones. The
exact location of the transitional arcas and the bound-
aries between zones is somewhat arbitrary, but the
transitional areas typically are characlerized by large
changes in the water-table altitude over short distances
(high horizontal hydraulic gradient). Zones 1 through 4
typically have smaller changes in water-table altitude
over larger distances (low horizontal hydraulic gradi-
ent).

Zone 1 corresponds primanly to the part of the
water table above the 770-ft contour (fig. 21). Zone 1
underlies much of the central and southeastern parts of
the salvage yard and the southeastern part of the DFP
around wells B5, MW1, AW1S, AW6, AW2, MW3,

DF58§, and DF4DS (fig. 2).

Zone 2 is characterized by a flat part of the water
table from about 745 to 770 ft above sca level (fig. 21).
Zone 2 underlies the western part of the salvage yard
and the northern part of the DFP in the vicinity of wells
PC6B, B4, DF21, MW15, MW41, GW42, MW9, and

Water Levels 21



Table 2. Horizontal hydraulic conductivities calculated from slug-test data from selected monitoring wells, Byron Superfund

site
[NA, not applicable]
Aquifer zonc:

Shown in figure 21; T, transitional arca between aguifer zones

Stratigraphic unit tested: P, Pecatonice Formation: QM, Quimbys Mili Formation; G, Grand Detour Formation; N, Machusa Formation; G, Galena Group;

M, Mifflin Formation

Horizontal Horizontal
hydraulic . hydraulic

Well Aquifer Stratigraphic conductivity Well Aquifer Stratigraphic conductivity

name zone unit tested {feet per day) name 20ne unit tested (feet per day)

I Galena-Plaiteville Aquifer Galena-Platteville Aquifer—Continued
AW1D 1 P 22 %1072 DF23 4 M/P 1.2 % 10!
AW2 1 QM 3.6x% 1072 DF24 4 Gh 8.5x 10°
AW4S 4 GD 1.0 x 10° MW1 1 G 13 x 107!
AWSD 1 P 24%x 107! MW3 1 G 13x 107!
AWSI 1 N 6.4% 107" MW8 2 P 1.4 % 10°
AWE 1 G 1.6% 107! MW9 2 N/GD 2.7 %1072
B3 4 QM 1.5x% 10° MW15 2 GD 23x 100
B4 2 GD 7.6 10" MW16 2 M/P 9.9 % 10!
BS 1 G 5.8 x107% MW31 4 GD/M 3.0x 1072
B6 2 N 14%10° MW33 4 M 3.6% 10!,
B6R 2 GD 3.2 % 10! MW36 H P 1.4 % 100
DFID 4 P 1.6 % 10! MW41 2 P 2.3 % 107
DF2D 4 P 1.0 10° MW42 2 P 7.1 % 1072
DF2S 4 GD 8:1x 1073 PCIB 4 GDM 3.2% 10!
DI 4 GD 3.3 100 PC2B T GD 9.5 % 10°
DF4DD 1 P 5.3% 107 PC3B T N/GD 5.5x 107
DF4DS 1 QM/N 1.2 100 PC4B 4 GD 1.6 x 10}
DF4S 1 GD 2.7 %107 PC3B 4 GD 8.6 % 10!
DF5D 1 GD 7.6 % 10° PCEB 2 GD 18% 10‘,*I
DF58 1 G/IQM 1.6x 1071 PW3 3 GD 3.4% 10
DF6 T M/P 24 % 10'12 Unconsolidated Aquifer
DF8 4 p 32x100  DFID NA NA 3.4x10°
DFOD T P . SBxW0 DF7S NA NA 5.1% 107!
DF10 3 GD 40x 105 prog NA  NA 9.8 % 10°
DF11 3 GD 1.9x 10!

5t. Peter Aquifer

b M e m
DEIT 4 P 2 4% 10! PCIC NA NA 2.8 % 10"
DF18 | GD 4.0% 10Y
DF19 4 GD 6.3 % 10°
DF20 T GD 1.0x 10°
DF21 2 GD 9.6 x 10"
DF228 4 GD 3.4 % 10!
DF22D 4 M/P 1.1x16°

B6R (fig. 2). Zone 3 is encompassed by zone 2 and cor-
responds to the area near wells PW3, DF10, DF11, and
DF12 where the water-level altitudes are nearly identi-
cal (table 1).

Zone 4 is defined by water-table altitudes,
typically less than 750 ft above sea level near Wood-
land Creek and typically less than 73() ft above sea
level near the West Ravine. Zone 4 is an area of lower
land surface elevation defincd by water levels in wells
Bl1, B2, B3, AW4S, DF1S5, DF2S, DF3, DF15, DF17,
DF18, DF19, DF22S, DF24, MW30, MW31, MW33,
PC1B, PC4B and PCSB (fig. 2).

LeGrand and Stringfield (1971) noted that the
water-table altitude in carbonate-rock aquifers tends to
he low where the aquifer permeability is high, and the
water-table altitnde tends to be high where the aquifer
permeability is low. If the altitude of the water table in
the Galena-Platteville aquifer is affected by the perme-
ability distribution in the aquifer, the following conclu-
sions can be made—

1. The high water-table altitude associated with zone 1
indicates that zone 1 is an arca of low permeability
with a low degree of fracture inferconnection.
Lithologic and geophysical logs indicate competent,

22 Geology, Hydrology, and Ground-Water Quality at the Byron Superfund Site Near Byron, lllincis



Table 3. Water-level altitudes and horizontal hydraulic
conductivity in zones 1-4 in the Galena-Platteville aquifer,
Byron Superfund site

[, greater than; <, less than}

Maximum
Typical difference in
altitude of water level Median
water table between bottom horizantal
January 27,1982  and top of aquifer hydraulic
{feet above January 27,1992 conductivity
Zone sea level) {feet) {faat per day)}
1 >770 55.4 3.1x 107!
2 745-770 49 52 10°
3 17536 Lo 2.4 % 102
4 <745 10.8 8.0x 10°

! Approximately.

unfractured dolomite in the upper part of the aquifer

at wells DF38, DF4S, AW1S, AW2, AW6, MWI,

and MW?3 (fig. 2), which supports this conclusion.
Lithologic and geophysical logs also indicate per-
meable zones in the deeper parts of the aquifer at
boreholes DF4D, DFAD, PZ1 {figs. §, 9, and 14},
and at well AW3I. This indicates that the aquifer in
zone 1 can be divided into a shallow, less-permeable
unit and a deeper, more-permeable unit.

2. The intermediate water-table altitude in zones 2 and
3 indicate an area with little topographic variation
and a weli-developed system of permeable, inter-
connected fractures and solution openings. Ground-
water flow in this area is primarily through fractures
and solution openings, which are more prominentin
zone 3 than in zone 2. Large fractures, caverns, and
solution openings in the dolomite, identified from
lithologic and geophysical logs at boreholes DF12,
DF17 (figs. 10, 12), DF24, B6R, and PW3 (not
shown}, supports this conclusion.

3. The low water-table altitude in zone 4 indicates an
arca with steeply dipping topography and a well-
developed fracture network. Ground-water flow in
this zone also is primarily through fractures. Highly
weathercd and fractured dolomite, identified from
outcrops and lithologic logs for wells near Wood-
land Creek and the West Ravine, supports this con-
clusion.

Stratigraphic descriptions of cores (Environmen-

tal Resources Management, 1990, appendix C;

Michael Sargent, Illinois State Geological Survey,

written commun., 1993) and analysis of lithologic and

geophysical logs (figs. 7-14) indicate that the Gutten-
berg Formation typically is about 5 ft thick beneath

zone 1 and the transitional areas between zones 1 and 2

(fig. 21). This analysis also indicates that the Gutten-

berg Formation was largely or completely eroded

during the Ordovician System beneath zonc 3, parts
of zone 2 (MW18 and MW21 well clusters, wells
B6R, DF21, MW41, and possibly well B4), and zone 4
(DF22 well cluster, well DF17, and perhaps well
DF15). Erosion of the Guttenberg Formation may have
increased the formation and development of secondary
permeability features in the Galena-Platteville aquifer
making the aquifer more permeabie where the Gutten-
berg Formation was eroded, Where the Guttenberg
Formation is present, extensive development of
secondary permeability features appears to have been
retarded. It appears, therefore, that the water-table
altitude in zones 1~4 and the permeability distribution
in the Galena-Platteville aquifer is affected by the pres-
ence or absence of the Guttenberg Formation.

The configuration of the potentiometric swrface
at the base of the Galena-Platteville aquifer is similar
to the water-table configuration (fig. 19). The overall
direction of ground-water flow is toward the Rock
River with components of flow toward topographic
lows at Woodland Creek and the West Ravine.

Comparison of water levels between the water
table and the middle or the base of the Galena-
Platteville aquifer indicates the potential for downward
ground-water flow in this aquifer in most of the study
area. The water-table altitude is about 45 ft higher than
head values in the middle of the aquifer and about 60 fi
higher than head values at the bottom of the aquifer in
zone 1 (compare data from the BS/AWSI/AWSD,
DE5SS/DFSD, and AW 1S/AW 1D well clusters in
table 1). The water-table altitude is less than 5 ft higher
than head values at the base of the aquifer in much of
zone 2 and less than 17 ft higher in the transitional
areas (compare data from the MW8/9, MW15/16,
DF148/DF14D, and PC3B/DF6 well clusters in
table 1). The water-table altitude ranges from less than
1 to more than 10 ft higher than the head at the base of
the Galena-Platteville aquifer in much of zone 4 (com-
pare data from the DF1S/DF1D, AW48/AW4D, and
PCI1B/DFS8 well clusters in table 1). The head at depth
in the aquifer is less than 1 ft higher than the water-
table aliitude at the DF2S/DF2D and DF22S/DF22D
well clusters indicating horizontal or slight upward
flow.

A more detailed analysis of the vertical varia-
tions in head within the Galena-Platteville aquifer was
obtained from discrete test intervals isolated with a
packer assembly (fig. 4). Test intervals sampled most or
all of the saturated thickness of the aquifer at boreholes
DFsD, DF12, DF13, DF17, SPW, AWIS, and PZ1
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(table 4). Head values did not equilibrate during testing ~ DF13, SPW, AW1S, and PZ1, and the potential for
in boreholes DF2D, DF4AD, DF6, and DF14D because upward flow near borechole DF17. Differences in head
of slow recovery rates due to low horizontal hydraulic  values between the top and bottom of the aquifer

conductivity of the aquifer at these boreholes. There- typically exceeded 23 ft for those boreholes in zone 1

fore these boreholes were not use. (DF5D, SPW, AW 1S, and PZ1), except for borchole
Head values obtained from the test intervalsindi- ~ SPW (table 4). Differences in head values between the

cate the potential for downward flow within the top and bottom of the aguifer are less than 2.5 ft for

Galena-Platteville aquifer at boreholes DF3D, DF12, those boreholes in zone 2 (DF17) and transition areas

Table 4. Water-level altitudes above, within, and below test intervals isolated with a packer
assembly under approximately hydrostatic conditions, Byron Superfund site
[The test interval includes the shallowest or deepest part of the aquifer]
Water-level aliitude: *NA, not applicable; NT, measurement not taken;
NE, water level had not reached exquilibrium at the time of measurement; >, greater than

Depth of test

interval Watar-level altitude
{feet below {feet above sea level)

Borehole Tast measurement Above test In test Below test

name intarval point} interval interval interval
AWIS A 67.9— 82.7 803.93 767.63 NA
AWIS B 298~ 48.9 NA 80412 NT
DFsD A 154.0 - 170.0 756.32 754.4] NA
DFSD B 144.0 - 154.0 756.28 T56.12 755.14
DF5D C 134.0 - 1440 156.31 756.17 736.14
DF5D D 124.0 - 134.0 756.35 NT 75620
DF3D E 114.0 - 124.0 756.22 756.19 756.05
DF5D F 91.0-114.0 NA 756.24 756.20
DF3D G 104.0 - 114.0 76792 756.02 756.02
DF3D H 63.0— 100.0 NA 776.02 755.79
DF5D 1 66.5 — 175.0 NA 77742 76507
DF12 A 133.0 - %540 759.87 - 750,87 NaA
DF12 B 94.00 - 104.0 T55.87 759.82 ) NT
DF12 C 34.0- 940 >760.30 759,91 NT
DF12 D 80.0- 840 NA 759.85 NT
DF13 A 143.7 - 1588 T64.02 763.95 NA
DF13 B 133.6 - 143.7 NE NE NE
DF13 C 123.3 - 1333 763.58 763.54 763.52
DFi3 D 113.3 - 1233 T63.67 763.64 T63.61
DF13 " E 103.3 - 1133 NT 763.60 763.54
DF13 F 93.3 — 1033 NE NE NE
DFi3 G 733~ 924 NA 764.80 764.50
DF17 A 105.0-121.8 736.78 738.73 NA
DF17 B 95.0 - 105.0 736.87 NT 738.74
DF17 C 83.2- 950 NA 736.79 NT
PZ1 A 151.0 - 167.0 753.85 754.00 NA
PZl B 141.0 - 151.0 75391 753.81 754.23.
/A C 134.0 - 144.0 75393 753.83 754.4%
PZ1 D 124.0 - 1340 75431 753 86 753.80
PZ1 E 114.0 - 124.0 754.39 75405 754.05
PrZ1 F 104.0 — 114.0 759.58 75503 755.03
P7 G 94,0 — 104.0 758.64 7a5.08 735.14
PZ1 H 84.0- 930 791.54 758.84 »755.51
SPW A 134.4 - 1498 NT NT NT
SPW B 1244 — 1344 754.13 75405 NA
SPW - C 1144 - 1244 753.08 753.58 NT
SPW D 104.4 - 1144 753.58 753.36 NT
SPW E 94.4 - 1044 NT NT NT
SPW F 829~ 944 NA 753.56 NT

! Approximately.
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(DF13), and less than 1 ft at borehole DF12 in zone 3.
These results are consistent with the head data obtained
from the monitoring wells.

Data from the test intervals in the boreholes and
monitoring wells in zone 1 indicate that the differences
in water levcl between the water table and the base of
the Galena-Platteville aquifer in zone 1 were apprecia-
bly higher than in zones 2, 3, or 4 (table 3}, If flow in
this area is constant, application of Darcy’s law indi-
cates that the vertical hydraulic conductivity of the
Galena-Platieville aquifer in zone 1 is lower than in
zones 2, 3, and 4. This is consistent with the analysis
of the water-table configuration, which indicated that
the fractures in zone 1 are less permeable, less inter-
connected, and fewer in number than the fractures and
solution openings in zones 2, 3, and 4,

Water levels measured in the wells and open
boreholes with the packer assembly indicate that
levels are affected by the vertlical distribution of head
and horizontal hydraulic conductivity in the aquifer
along the open interval of the well or borehole (Sokol,
1963, p. 1079). This is especially apparent in zone 1.

The effect of vertical variations of head in the
aquifer on the head measured in the well or borehole
was demonstrated during testing with the packer
assembly in borehole AW1S (table 4). This borehole is
open to the aquifer from 7 to 83 ft below land surface
(table 1), The head in this borehole was 780.99 ft above
sea level before insertion of the packer assembly. When
test inlerval A {from 67.9 to 82.7 ft) was isolated,
purged, and allowed to recover for about 13 hours, the
head within the test interval fell to 767.63 ft above sea
level while the head above the test interval rose to
803.93 ft above sea level. This indicates that the head
value in the open borehole was affected by the vertical
distribution of head in the aquifer along the open inter-
val of the borehole. The actual water-table altitude in
the vicinity of borehole AW1S is greater than the value
obtained from the open borehole and noted in table 1
and figure 18. Similar to borehole AW1S, wells MW3,
AW?2, and MW ! have open intervals that penetrate a
large part of the saturated thickness of the aquifer in
zone 1 (table 1). The head value measured in these
wells also may be as much as 20 ft Jower than the actual
walcr-table altitude. This also is supported by televi-
ston camera logging in boreholes AW1S, AW2, and
PZ1, which indicates the aquifer is saturated above the
water level in the well.

The effect of vertical variations in horizontal
hydraulic conductivity on head values in open

boreholes was demonstrated during testing with the
packer assembly in borehole DF3D (fig. 7, table 4).
Lithologic and geophysical logs indicate that the aqui-
fer permeability at that part of the borehole from 727 to
740 ft above sea level (approximate depth from 105 to
118 ft) is higher than the aquifer permeability in the
remainder of the borehole. The head above the test
interval was about 756.3 ft above sea level when the
test intervals below the permeable part of the borehole
were 1solated {test infervals A-D) (table 4). This is sim-
ilar to the head within the test interval when the perme-
able section of the borehole was isolated (test intervals
E-G). The head value above (interval G) or within
(intervals H and 1) the test intervals increased to over
777 ft above sea level when that part of the aquifer
above the permeable section of the borehole was iso-
lated. Similar trends were observed in borehole PZ1
(table 4). This indicates that the head value in a bore-
hole (or well) is affected by the head at the most
permeable part of the aquifer to which the borehole
{or well) is open.

Flowmeter Logging

In addition to using water-level data to character-
ize flow directions and the distribution of permeability
in the Galena-Platteville aquifer, the flow direction and
aquifer permeability was characterized using flow-
meter togs (fgs. 8—14) (Frederick Paillet, U.S. Geolog-
ical Survey, written commun., 1991, 1993). Flowmeter
logs indicate gronnd-water flow is directed downward
in boreholes DF4D, DF5SD, DF12, DF13, PZ1, and
B6R and upward in borehole DF17 under conditions of
natural flow. This is consistent with flow directions
indicated by water-level measurements collected with
the packer assembly in these boreholes (table 4). Com-
parison of acoustic-televiewer logs to the intervals of
measurable change in flow identified from the flow-
meter logs indicates that most of the flow in the aquifer
is through fractures, vugs, and solution openings in the
dolomite (figs. 8-14). This is typical of flow in a
fractured-carbonate aquifer. _

Flowmeter logging in borehole DF4D, under
conditions of natural flow, indicates inflow of water
draining down the borehole to the top of the water

* column at 67 ft and inflow along subhorizontat

bedding-plane fractures from about 70 to 80 ft (fig. 8).
Outflow was through bedding-plane (ractures, inclined
fractures, and vugs from about 80 to 102 ft. About
0.20 gal/min of outflow was measured through
bedding-plane fractures from 131 ft to the bottom of
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the borehole. No flow into or out of the borehole was
measured from 103 to 131 ft. Flowmetcr logging
during pumping of the borehole indicated the same
flow intervals.

Inflow of ground water draining down the bore-
hole wall to the top of the water column at §2 ft, and
possibly, inflow from one or more bedding-plane
fractures between 82 and 85 ft, was detected in bore-
hole DF5D (fig. 9). Inflow from above the top of the
water column, which also was detected at borehole
PZ1, indicates that the aquiter is saturated above the
water level in the borehole. This is consistent with the
analysis of the water-level data collected with the
packer assembly. Outflow through a number of
fractures and vugs was detected from 103 to 115 ft.
No flow was detected below 115 ft.

Inflow through vugs and fractures from approxi-
mately 92 to 103 ft was identified in borehole DF12,
under conditions of natural flow (fig. 10). Although the
cavity at the bottom of the borehole prevented meas-
urements from being taken, it is probable that there was
outflow through the fractures and solution openings
between 110 [ and the bottom of the borehele. No flow
was detected from the pumerous fractures above 90 ft
and from 105 to 110 {t. Flowmeter logging during
purmping in borehele DF12 identificd the same flow
intervals.

Flowmeter logging in borehole DF13, under
natural conditions, indicated little or no flow in the
borehole (fig. 11). This lack of flow can probably
be attributed to the small differences in head over the -
length of the borehole (table 4). Flowmeter logging
during pumping identified measurable flow along
bedding-plane fractures at 80 and 105--107 ftas well as
through a vuggy weathered zone at about 92 ft. A small
amount of flow (about (1.25 gal/min) through the dolo-
mite matrix was indicated from about 137 ft to the
bottom of the borehole. :

Flowmeter logging in borehole DF17, under
conditions of natural flow, indicated inflow from
solution openings below 110 ft and outflow through a
bedding-plane fracture at about 90 ft {fig. 12). No
change in flow was detected from 81 to 89 ft and 91 to
110 fr. _

Flowmeter logging in borehole PZL, under con-
ditions of natural flow, indicated water seeping into the
borehole and draining down to the static water level in
the borehole. Qutflow was through a vuggy, fractured
part of the aquifer at about 13(} ft {fig. 14). No other
changes in flow were detected.

No vertical flow was identified in borehole SPW
(fig. 13). This is consistent with the results of dilution
logging conducted in the borehole (Pedlar, 1991), but
it does not agree with head values collected with the
packer assembly (table 4), which indicate the potential
for downward flow. These results indicate that hydro-
logic conditions in April 1991, when the flowmeter and
borehole-dilution logging were conducted, were differ-
ent than in September 1991, when the water-level
measurements were taken. It also is possible that meas-
urement ercor resulted in incorrect calculations of head
values during packer testing, indicating that vertical
flow was possible when it was not. The vertical fracture
intercepted by borehole SPW should provide good ver-
tical hydraulic connection within the aquifer in this
area, which wouldresult in small or no vertical changes
in head over the length of the borehole and in a lack of
vertical flow within the borehole.

Flowmeter logs from boreholes DF4D, DFSD,
DFi2, DF13, and DF17 indicate measurable changes in
the rate of flow in the Galena-Platteville aquifer from
730 to 760 ft above sea level (fig. 22). This interval is
primarily within the Grand Detour Formation of the
Platteville Group (figs. 8-12), which indicates that this
formation is more permeable than the other formations
within the Galena-Platteviile aquifer. The changes in
the amount of flow also indicate a network of intercon-
nected fractures from 730 to 760 ft above sea level in
the vicinity of boreholes DF4D, DF5D, and DI'13. The
extent of this fracture network is uncertain.

Aquifer Tests

Analysis of aquifer tests, conducted by previous
investigators, indicate that ground-water fiow in the
Galena-Platteville aquifer is complex. Horizontal
hydraulic conductivities, calculated by previous inves-
tigators, from shug tests in monitoring wells open to the
Galena-Platteville aquifer ranged from 7.0 x 107! to
6.4 % 10! fi/d (Camp Dresser & McKee, Inc., 1989,

p- 3:20; Olson, 1988, p. 62; Warzyn, 1988, p. 2). The
wide range of values indicates the aquifer is heteroge-
neous. Constant-discharge aquifer tests conducted dur-
ing previous studies indicate that the aquifer is
anisotropic, and the direction of anisotropy is affected
by the orientation of the inclined fractures near the
pumped well (Kay and others, 1989, p. 31-41). The
calculated transmissivity of the aquifer at the salvage
yard was at a maximum of 670 ft*/d directed N. 60 W.
from the pumped borehole (SPW). The transmissivity
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of the aquitfer was calculated to be 450 fi/d perpendic-
ular to the N. 60 W. direction.

The slug tests and constant-discharge aquifer -
tests conducted during this study expanded on the work
of previous investigators. This additional testing has
substantially improved the understanding of the
hydrology of the Galena-Platteviile aquifer.

Slug Tests

Slug tests were conducted in test intervals
isolated with the packer assembly at boreholes DF2D,
DF4D, DF5D, DF6, DF12, DF13, DF14D, SPW, PZ1,
and AW1S. All but two of these boreholes (DF2D and
DF12) are focated in zone 1 of the Galcna-Platteville
aquiter or transitional areas near zone 1 (fig. 21). The
results of this testing are not necessarily representative
of conditions in the Galena-Platteville aquifer through-
out the study aréa.

Slug tests in the test intervals were done to deter-
mine the vertical distribution of horizontal hydraulic
conductivity in the Galena-Platteville aquifer. This
information was used to identify laterally, extensive
zones of high or low horizontal hydraulic conductivity
in the aquifer and to determine the median horizontal
hydraulic conductivity of the formations that compose
the aquifer. Shug tests also were conducted to identify
areas of hydraulic interest in the borehole. This infor-
mation was used to guide the placement of the well
screen, when the monitoring well was installed in the
borehole, ensuring that the monitoring well provided as
much useful information as possible.

Shlug tests were conducted in 55 finished
monitoring wells open to the Galena-Platteville
aquifer throughout the study area. These slug tests
were conducted to determine the spatial distribution
of horizontal hydraulic conductivity in the aquifer
and to identify the horizental hydraulic conductivity
of the formations that compose the aquifer.

Borshole Test Intervals

Horizontal hydraulic conductivities, determined
from slug tests in the test intervals in the boreholes,
ranged from 3.4 x 10~ ft/d in test interval A of
borehole DF14D to 1.1 x 10* fv/d in test interval B
of borehole DF12 (table 5). This range of seven orders
of magnitude indicates the aquifer is heterogeneous.
The frequency distribution of horizontal hydraulic '
conductivities from thesc test intervals indicates an
approximately even distribution around a maxzmum
value of 107! fu/d (fig. 23), which indicates that the

horizontal hydraulic conductivity of most of the
Galena-Platteville aquifer beneath the area tested is
from 1.0 % 1072 t0 9.9 % 10° ft/d. There also were two
values in the 10° to 10* ft/d range.

Comparison of horizontal hydraulic conductivi-
ties to elevation (table 5) indicates an interval of
elevated conductivity from 719 to 744 ft above sea
level in boreholes DF5D (test intervals E and G),
DF4D (test intervals D and E), and DF13 (test intervals
E and F). The horizontal hydraulic conductivity above
735 ft above sea level at borehole DF6 (test interval F)
is stightly higber than in the remainder of the borehole.
The horizontal hydraulic conductivity below 743 ft
above sea level at borehole DF12 (intervals A and B} is
substantially higher than above this elevation. An inter-
val of high horizontal hydraulic conductivity was
detected from 724 to 744 ft above sea level at borehole
PZ1 (test intervals F and G), but the lateral extent of
this interval is not known. The horizootal hydraulic
conductivity of the Galena-Platteville aquifer near the
salvage yard and DFP is higher (from 719 to 744 ft
above sea level) than in other altitudes. This interval
usually corresponds to the Grand Detour Formation
{figs. 8~11 and 14) indicating that stratigraphy affects
the horizontal hydraulic conductivity of the Galena-
Platteville aquifer.

Horizontal hydraulic conductivities calculated
for test intervals A, E, F, and G in borehole DF14D
are less that 3.0 x 107! f/d. Water levels recovered too
slowly for slug tests to be conducted in intervals B, C,
D, and H, which indicates a horizontal hydraulic con-
ductivity of less than 1.0 X 107> fv/d in these intervals.
A small circular depression in the land surface at bore-
hole DF14D and the high amount of clay returned from
the boring during drilling indicate a sinkhole that has
been completely infilled with clays is located in this
area. The uniformly low horizontal hydraulic conduc-
tivity of the aquifer in this area is considered a localized
feature. '

The high horizontal hydraulic conductivity,
calculated at all of the test intervals in borehole DF12,
indicates permeable fractures and solution openings
over the entire thickness of the Galena-Platteville aqui-
fer near this borehole (fig. 10). However, the
fractures and solution openings at test intervals A and
B are substantially more permeable than those at test
interval C, which are substantjally more permeable
than those at test interval D. This interpretation is
consistent with interpretations made from analysis of
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Figure 23. Distribution of horizantal hydraulic conductivity within the Galena-Plattevilie aquifer determined from
monitoring wells and from test intervals in selected boreholes, Byron Superfund site.
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Table 5. Results of slug testing in test intervals isofated with a packer asssmbly, Byron Supertund site

Aquifer zone:  Shown in figure 21; T, transitional area between zones

Stratigraphic units tested: P, Pecatonica Formation; M, Mifflin Formation: GD, Grand Detaur Formation; N, Nachusa Formation,
QM. Quimbys Mill Formation; G, Galena Group

Depth of test Horizontal
Measuring interval hydraulic
Borehole Test Aquifer Stratigraphic point altitude {feet below conductivity
name interval zone units tested {teet above sea level} measuring point) {feet per day)
AW1S A 1 N 833.96 67.9- 82.7 45x 1073
AWIS B 1 G 833.96 208 489 381072
DF2D A 4 P 796.80 96.0-113.0 90% 107}
DE2D B 4 M/P 796.80 86.0— 96.0 1.2 10°
DF2D C 4 GD 796.80 66.0- 81.0 1.3x 100
DF4D A 1 P 834.06 135.0-150.0 8.4 107!
DF4D B 1 P £34.06 124.6-134.6 458% 1071
DF4D C 1 M- 83406 114.2-124.2 1.2x 107!
DF4D D 1 GD 834.06 103.8-113.8 1.7 % 10°
DPAD E 1 GD $34.06 93.4-1034 6.5x 10°
DF4D F 1 GD 834.06 83.0- 93.0 3.1 %107}
DF4D G 1 N/GD _ 83406 71.8- 83.0 3.7x 1071
DF35D A 1 P 844.97 154.0-170.0 6.9x 107>
DFSD B 1 P 844.97 144.0-154.0 5.6 1072
DFsD C 1 M/P 84497 134.0-144.0 20x% 1072
DFSD D 1 GDM $44.97 124.0-134.0 6.7 % 1072
DF5D E 1 GD . R44.97 114.0-124.0 1.8 x 10!
DF5D F 1 GD 84497 91.0-114.0 32% 100
DF5D G 1 GD 244 97 104.0-114.0 9.3 % 10¢
DFSD H 1 QM/N/GD 84497 68.0-100.0 53 %1072
DF6 A T P 828.08 136.0-151.0 63 x 1072
DF6 B T P 828.08 126.0-136.0 22x1071
DF6 C T M 828,08 116.0-126.0 13x 107!
DF6 D T M 328.08 106.0-116.0 241072
DF6 E T GD. 828.08 96.0-106.0 521072
DE6 F T 6D 82808 75.0— 93.0 7.1 % 107!
DFi2 A 3 GD/M/P 834.82 133.0- 94.0 3.6x 10°
DF12 B 3 GD §34.82 94.0-104.0 1.1 % 10?
DF12 C 3 GD 83482 - £4.0- 94.0 89 x 101
DFI12 D 3 GD 834.82 80.0- 84.0 4.9 % 100
DF13 A T P 836.61 143.7-158.8 4.6 107}
Drt3 B T P 836.61 : 133.6-143.7 46107
DFi3 C T M/P 836.61 123.3-1333 2.1% 107!
DF13 D T GDM 836.61 113.3-123.3 1.9x 107}
DF13 E T GD 836.61 103.3-113.3 2.9 % 107
DF13 F T GD R36.61 93.3-103.3 1.6 x 10!
DF13 G T N/GD 836.61 1933 933 4.8 % 1l
DF14D A T P ' 1845.00 154.8-169.6 3.4 %1073
DF14D E T GD 1845.00 114.0-124.0 1L.5x 107"
DFI4D F T GD 1345 00 104.0-114.0 1.5% 107!
DF14D G T GD 1845.00 94.0-104.0 2.9 % 1071
PZI1 A ] P 838.51 : 151.0-167.0 2.5% 1072
PZ1 B 1 P 83851 141.0-151.0 1.5% 107!
PZ1 C 1 M/P 838.51 134.0-144.0 3.5% 107
PZ1 D 1 M 838.51 124.0-134.0 1.0 10!
PZI1 E 1 M/GDH 838.51 114.0-124.0 2.7 % 107}
PZ1 F 1 GD £38.51 104.0-114.0 9,7 % 107}
PZ1 G 1 GD 838.51 94.0-104.0 9.1 % 107!
PZ1 H 1 GD/N 838.51 84.0- 94.0 2.8 x 1072
SPW A 1 P 83643 134.4-149.8 2.0% 1072
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Table 5. Results of slug testing in test intervals isolated with a packer assembly, Byron Superfund site—Continued

Depth of test Horizontal
Measuring interval hydraulic
Borehole Test . Aquifer Stratigraphic point altitude (fent below conductivity
name interval zonge units tested (feet above sea lavel) measuring point} {feet per day)
SPW B I M 836.43 1244-134.4 6.6 % 109
SPW C 1 GD/M 83643 (14.4-124.4 1.0 100
SPW D 1 GD 83643 104.4-114.4 4.4 %1072
5rw E 1 GD 836.43 94 4-104.4 3.3 % 107
SPW F 1 N/GD 83643 82.9- 94.4 1.5x10°
LApprcm'lrml.tcly.

the geophysical logs and the water-table configuration
in zone 3.

Horizontal hydraulic conductivities in borehole
SPW are in the 1072 ft/d to 10° ft/d range. The higher
values are from test intervals that intercepted the verti-
cal fracture in this borehole (fig. 13). The lower values
are from test intervals not open to the fracture.

The areas of elevated horizontal hydraulic con-
ductivity identified from analysis of the slug tests in the
boreholes could only be partially correlated with inter-
vals of elevated permeability identified by the low-
meter logging {figs. 8-14). The correlation was more
consistent between intervals of low permeability iden-
tified from analysis of slug tests and flowmeter logs.

Analysis of slug tests and flowmeter logs indi-
cates the aquifer open to borchole DF4D has high

permeability (horizontal hydraulic conductivity greater

than 1.5 x 10° f/d) from 93 o 103 ft, moderate perme-
ability (horizontal hydraulic conductivity from
7.0 % 107! to 1.5 x 10° f/d) from 135 ft to the bottom
of the borehole, and low permeability (horizontal
hydraulic conductivity less than 7.0 X 107! ft/d) from
83 to 93 ft (fig. 8). Flowmeter logs indicated a change
in fiow of almost 0.75 gal/min above 83 ft, which indi-
cates a permeable interval, whereas analysis of slug
tests indicates low permeability above 83 ft. Slug tests
indicate that the permeability from 103 to 113 ftis high.
No change in flow in this interval was detected by
flowmeter logging, which indicates low permeability.
Analysis of the slug tests and flowmeter logs
indicates the permeability of the aquifer at borehole
DFSD is low from &5 to 104 ft, high from 104 to
124 ft, and low from 124 ft to the bottom of the bore-
hole (fig. 9). Flowmeter logs indicate inflow and high
permeability from 80 to 85 ft, whereas analysis of
the slug tests indicates low permeability at this depth.
These differences are attributed to the flowmeter log

measuring inflow of water draining down the borehole
walls to the static water level, not inflow from a perme-
able fracture.

Although the saturated thickness of borchole
DF12 was about 12 ft less during the slug testing, both
slug tests and flowmeter logs indicate that the perme-
ability in the borehole was high and increasing with
depth from about 95 to 105 ft, and very high but with
an interval of lower permeability from 105 to the bot-
tom of the borehole (fig. 10). The inability to lower the
flowmeter or packer assembly below 110 {i reduces the
ability to make interpretations from this borchole. Slug
tests indicate high permeability above 90 ft, whereas no
change in flow was detected by flowmeter logging,
which indicates low permeability. This discrepancy can
probably be attributed to the fact that though greater
than 1.5 ft/d, the horizontal hydraulic conductivity of
the aquifer above 90 ft is more than an order of magni-
tude less than the interval below 90 ft.

Analysis of the flowmeter logs and slug tests
indicates that the permeability in borchole DF13 is
high around 106 ft and low below about 110 fi (fig. 11).
Flowmeter logs indicate high permeability from 80 to
92 ft, whereas slug tests indicate low permcability.

Much of the discrepancy between intervals of
high and low permeability identified by the slug testing
and flowmeter logging can probably be attributed to
differences in the length of the interval tested with each
method. Flowmeter measurements generally were
collected in the boreholes at intervals of 5 ft or less,
whereas slug tests were done at intervals of 10 ft or
more.

Most of the intervals where fiowmeter logs indi-
cated high permeability and slug tests indicated low
permeability, especially from 68 to 100 it in borehole
DF5D and from 73 to 93 ft in borehole DF13, involved
slug tests on aquifer intervals of 20 ft or more. Because
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the technique utilized for the slug-test analysis assumes
that the tested part of the aquifer is homogeneous, the
response of the thick low-permeability intervals (the

" dolomite matrix) are combined with the response of the
thin high-permeability intervals (vugs, fractures)
resulting in low-permeability estimates for the interval
as a whole. Flowmeter measurements allow for the
characterization of permeability at numerous discrete
points within the aquifer, which permits the assembly
of a more detailed permeability profile than is possible
utilizing a 10-ft packer assembly.

The absence of head variation over the length
of the borehole may have resulted in an absence of
vertical flow within some of the boreholes, or some
parts of a borehole, and may explain some of the dis-
crepancies in the permeability profiles. This may be
the case where flowmeter logging indicated low per-
meability and slug testing indicated high permeabil-
ity. For example, flowmeter measurements, under
conditions of natural flow, indicate no flow and low
permeability in boreholes DF13 and SPW; whereas,
slug tests indicate permeable intervals in both bore-
holes. :

Monitoring Waells

Horizontal hydraulic conductivities calculated
from slug tests in monitoring wells open to the Galena-
Platteville aquifer range from 8.1 x 107 ft/d at well
DF2S to 8.5 x 10° ft/d at well DF24 (table 2). The
frequency distribution of horizontal hydraulic conduc-
tivities from the monitoring wells increases consis-
tently between 107> and 10" fud (fig. 23). Over half
of the values are from 1.0 x 10° 10 9.9 % 10' fd. This
indicates that most of the Galena-Platteville aquifer
has a horizontal hydraulic conductivity in excess of
1.0 x 10° fi/d in the study area.

Horizontal hydraulic conductivities calculated
from analysis of slug tests in the monitoring wells gen-
erally are higher than the values calculated from the
test intervals in the borcholes (fig. 23). This indicates
that the monitoring wells are open to more permeable
parts of the aquifer than the boreholes that were tested
with the packer assembly. The horizontal hydraulic
conductivity in zone 1 of the Galena-Platteville aquifer,
where most of the boreholcs tested with the packer
assembly are located, is lower than in zones 2—4, where
most of the monitoring wells are located.

Horizontal hydraulic conductivities calculated
from analysis of siug tests in monitoring wells DF2D,
DF4D, DF5D, DF6, DF12, and DF13 were similar to

the values calculated from the test intervals that corre-
spond to the open interval of the monitoring wells
installed in these boreholes (compare the horizontal
hydraulic conductivity from test interval A in bore-
holes DF2D, DF4D, and DF12; test interval F in boge-
hole DF5D; test intervals C and D in borehole DF6; and
test interval E in borehole DF13 with the horizontal
hydraulic conductivities from their respective monitor-
ing wells) (tables 2 and 5). This indicates that the

 discrepancy in the horizontal-hydraulic-conductivity

trends is not related to the testing method.

The geometric mean of the horizontal hydraulic
conductivities determined from slug-test analysis int
monitoring wells and test intervals was calculated
for the four zones of the Galena-Plattevilie aquifer
identified from the water-table map (fig. 21, tables 2
and 5). The results of slug tests in monitoring wells
installed in boreholes tested with the packer assembly
are not included in the analysis. The mean horizontal
hydraulic conductivity in zones 1, 2, 3, and 4 was
3.1 % 1071, 5.2  10%, 2.4 % 10%, and 8.0 x 10° fvd,
respectively (table 3). The median horizontal hydranlic
conductivity of the upper part of the aquifer in zone 1
(1.1 x 107 f/d) is lower than that of the middle and
lower parts of the aquifer in zone 1 (4.8 X 107! fyd).
These results are consistent with the results of the
analysis of the lithologic and geophysical logs, and the
water-table configuration.

Horizontal hydraulic conductivities calculated
from slug tests in the monitoring wells and the test
intervals of the open boreholes were compared to the
stratigraphic unit to which the well or test interval was
open (fig. 24). Except for well DF12, the results of slug
tests from monitoring wells installed in boreholes
tested with the packer assembly are not included in
figure 24. Test interval A of borehole DF12 was not
included in this analysis because of its long interval. If
the well or test interval was open to more than one geo-
logic unit (table 2 and 5), then the calculated horizontal
hydraulic conductivity was assumed to be representa-
tive of each of the geolugic units unless lithologic or
geophysical data indicated a preponderance of flow
through one unit. The geometric means of the horizon-
tal hydraulic conductivities for the Galena Group was
about 1.2 x 107! fi/d. The geometric mean of the
Pecatonica, Nachusa, and Quimbys Mill Formations
is from 2.3 to 6.2 x 107! f/d. The geometric mean of
the Mifflin and Grand Detour Formations are 1.3 and
2.7% 10% f/d, respectively. If the values for wells DF12
and MW 16 northwest of the salvage yard are excluded,
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Figure 24. Distribution of horizontal hydraulic conductivity within the stratigraphic units that compose the

Galena-Platteville aquifer, Byron Superfund site.

the mean horizontal hydraulic conductivity of the
Mifflin Formation is calculated to be 7.1 x 107} fi/d.
This indicates that the permeability of thc Miiflin For-
mation is not appreciably higher than that of the
Pecatonica, Nachusa, and Quimbys Mill Formations
in most of the study area. The higher mean horizontal
hydraulic conductivity in the Grand Detour Formation
is consistent with the results of the flowmeter logging
and the observation of outcrops at the Benesh Quarry.

Constant-Discharge Tests

Constant-discharge aquifer tests were conducted
in borehole DF4D and attempted in borehole DF12 to

determine the horizontal hydraulic conductivity, trans-
missivity, and specific yield of the Galena-Platteville
aquifer, and to identify the presence and direction of
anisotropy in the aquifer.

'Borehole DFAD Aquifer Tast

The constant-discharge aquifer test was con-
ducted in and near borehole DF4D from January 31 to
February 5, 1992 (fig. 25). Borehole DF4D is 6 in. in
diameter and open to the entire thickness of the Galena-
Platieville aguifer. Monitoring wells DFADS and
DFADD were installed in borehole DF4D after the
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aquifer test was completed. The aquifer test was con-
ducted in four phases.

Water levels were monitored during all phases of
the aquifer test with pressure transducers rated at
0-5 and 0-10 1b/in? in the obscrvation and background
wells. These transducers can accurately detect water-
level changes of 0.01 ft. Water levels in borehole DF4D
were monitored with a 0-30Tb/in? transducer, which is
capable of accurately detecting water-level fluctuations
of about 0.10 ft. The accuracy of the transducer data
was checked periodically with electric-tape measure-
ments, The electric-tape measurements typically were
within 0.03 ft of the transducer readings.

The first phase of the aquifer test consisted
of a production test during which borehole DF4D
was pumped at variable rates whilc the water-level
response in the borehole was monitored. Water-level
data obtained during the production test indicated that
the borehole could sustain a discharge rate of
§.0 gal/min.

The second phase of the aquifer test consisted of
water-level monitoring in the observation wells (PC3B,
DF6, DF4S, DF5S, DF5SD, DF13, DF14D, PC2B,
MW36, MW37, and B6R) and the background wells
(B35, AWS5], AWS5D, and DF15) (fig. 25) for 4 days
prior to the start of pumping. This is the background
water-level monitoring phase of the test. Background
water-level monitoring was done to determine the mag-
nitude and cause of water-level variations in the
absence of pumping so more accurate values of draw-
down (water-level changes due to pumping) could be
determined. Wells PC3B, DI5S, PC2B, B6R, BS, and
DFL15 are open to the water table at the top of the
Galena-Platteville aquifer. Wells DF4S, DF5D, DF13,
and AWS5I are open to the middle of the aquifer. Wells
D¥F6 and DF 14D are open to the upper part of the base
of the aquifer. Wells MW36 and AWSD are open to the
lower part of the base of the aquifer. Well MW37 is
open to the St. Peter aquifer.

The third phase of the aquifer test (pumping
phase) consisted of pumping water from borehole
DF4D at a constant rate of 7.25 gal/min (1,447.2 ft3!d)
for 400 minutes while monitoring water levels in the
observation and background wells. A flowmeter was
connecied to the discharge line to verify that the
discharge ratc was constant. The pumping rate was
checked periodically by timing how long it took to fill
a 5-gal bucket with water from the discharge line. The
water was discharged to natural drainage approxi-
mately 1,000 ft downgradient from borehole DF4D.

The pumping phase of the test was terminated after
400 minutes when borehole DFAD was dewatered.

The fourth phase of the aguifer test (recovery
phase) consisted of monitoring water levels in borehole
DF4D, the observation wells, and the background wells
for approximately 400 minutes after the termination of
pumping. Time and water-level data for the recovery
phase did not show good agreement with the data from
the pumping phase and were not analyzed.

After the raw time and water-level data from the
pumping phase were collected, corrections for the
effects of changes in barometric pressure, background
water-level fluctuations, partial penetration of the
observation wells, and dewatering of borehole DF4D
an the water-level data were considered so an
accurate value for drawdown could be determined.

. Where corrections could not be quantitatively applied,

qualitative effects on water levels were considered.

Barometric-pressure readings were collected at
the site and compared with ground-water levels to
determine the effect of barometric-pressure fluctua-
tions on water-level changes in the wells, It was deter-
mined that the changes in barometric pressure during
the aquifer test were too small to appreciably affect the
calculated drawdown. No corrections for barometric-
pressure changes were applied to the drawdown data.

Water-level data from the background wells and
four of the observation wells indicated no appreciable
changes during the background water-level monitoring
and pumping phases of the test. As a result, no correc-
tions for background fluctuations in water level were
required.

Drawdown data corrections necessitated by the
effects of partially penetrating observation wells could
not be applied because of the heterogeneous and aniso-
tropic nature of the aquifer. Tt may be assumed, how-
ever, that transmissivity calculated from analysis of
time-drawdown data from the partially penetrating
observation wells (wells that are not open to the entire
thickness of the aquifer) will be different than if the
wells had been fully penetrating. Drawdown measured
in a partially penetrating well is usually representative
of conditions only at the screened interval of the well
and, therefore, may not accurately represent the total
hydraulic stress imparted to the entire aquifer by pump-
ing in borehole DF4D. This particularly applies to
fractured-rock aquifers where the open intervals of the
observation wells may not penetrate water-bearing
zones that contribute a substantial amount of water to
the pumped borehole. '
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Dewatering at borehole DF4D and the result-
ing effects on well-loss computations prevented
quantitative analysis of the data from the borehole.
No attempt was made to determine the transmissivity
of the aquifer from these data. '

After revising the raw data, it was determined -

that drawdown in observation wells DF4S, DF5D,
DF6, DF13, PC3B, and MW36 were in response to
puraping in borehole DF4D (figs. 26, 27, and 28a).
No drawdown was detected in observation wells
DF5S, DF14D, B6R, MW37, and PC2B.

Analyses of slug tests and flowmeter logs in
borehole DF4D indicate that water will flow to bore-
fole DF4D primarily through a permeable interval
from about 730 to 760 ft above sea level (about 75 to
105 ft below land surface). This interval cotresponds
to the upper part of the Grand Detour Formation.
Because the majority of flow is through this interval,
it can be assumed that observation wells in good:
hydraulic connection with this interval will have the
largest drawdown, whereas observation wells in poor
hydraulic connection will have the smallest draw-
down. Wells DF5D and DF13, open to the Grand
Detour Formation, are in good hydraulic connection
with the permecable interval in borehole DF4D. This
indicates that the permeable part of the Galena-
Plaitevillc aquifer corresponding to the upper part of
the Grand Dctour Formation is continuous between
wells DFSD and DF13, a distance of over 600 ft. This
is consistent with the analysis of the flowmeter logs
and slug tests. Wells DF6, PC3B, and MW36 also
appear to be in good hydraulic connection with the
permeable interval. Wells DFSS, B6R, DF14D,
MW37, and PC2B are either too far from the bore-
hole to be affected by pumping or are not in good
hydraulic connection with the permeable interval
around boreholc DF4D. _

The importance of discrete permeable intervals
on flow within the aquifer is indicated by plotting
the drawdown in the aquifer (figs. 28a and 28b). -
Where two observation wells are at approximately
equal distances from the pumped borehole, draw-
down in the well open to the middle or lower parts of
the aquifer (DF5D and DF6) exceed drawdown in
those wells open to the water table (DF5S and PC3B)
(fig. 28b).

The absence of drawdown in well DF5S indi-
cates poor hydraulic connection (Jow vertical hydrau-
lic conductivity) between the upper and middle parts
of the Galena-Platteville aquifer in this area. The
drawdown data indicate greater hydraulic connection
{(higher vertical hydraulic conductivity) between
the upper and lower parts of the aquifer near the
DF6/PC3B well cluster. This is consistent with the
analysis of the vertical differences in water level with
depth in the aquifer, which indicated low vertical
hydraulic conductivity in zone 1 and higher vertical
hydraulic conductivity in the transition areas and
zones 2, 3, and 4, The absence of drawdown in well
MW37 indicates poor hydraulic connection between

~ the Galena-Platteville and St. Peter aquifers in this

area.

Hydraulic connection within the Galena-
Platieville aquifer is dependent on direction as well
as depth. A plot of the maximum amount of draw-
down measuored in the cbservation wells, 400 minutes
into the test, has a roughly elliptical shape (fig. 28a).
The major axis of the drawdown ellipse is oriented
approximately east-west, approximately parallel to
the West Ravine (fig. 2) and the inclined-fracture
orientation identified from the acoustic-televiewer
logs in boreholes DFAD and DF3SD. This indicates
that east-west oriented inclined fractures intercept the
permeable interval in the Grand Detour Formation
and are conduits for flow to borehole DF4D. The
extent of fractures in the upper part of the aquifer
near well MW36 is not known because of an absence
of wells at this depth. The absence of drawdown at
well DF5S, however, indicates that vertical fracturing
is minimal in the upper part of the aquifer near well
DF5S.

Time-drawdown plots prepared on a log-log
scale (figs. 26 and 27) were compared to type curves
of the Boulton (1963) delayed-yield model. Transmis-
sivity (T) and specific yield (Se) were calculated

" from the data at a match point commeon to the field

data-curve and the type curve. No curve match could

" be made for the data from wells DF4S and PC3B.

Transmissivities calculated from the aquifer at
wells along the direction of maximum drawdown
{MW36 and DF6} were an order of magnitude lower
than transmissivities calculated for the aquifer at
wells not atong the direction of maximum drawdown
(DF5D and DF13) (fig. 28 and table 6). This is con-
trary to the theory of flow in anisotropic aquifers,
which indicates that the wells closest ta the dircction
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Figure 26. Time and drawdown for cbservation wall DFAS and the pumped well during the pumping phase of the borehole
DF4D aquifer test, Byron Supetfund site, February 2, 1882,

of maximum drawdown should be oriented nearest Attempts to calculate a transmissivity tensor
the direction of maximum transmissivity in the aqui- from the aquifer-test data resulted in negative

fer, whereas the wells closest to the direction of mini- transmissivities, a physical impossibility, which
mum drawdown should be oriented nearest the ' indicates directional diffusivity (transmissivity
direction of minimum transmissivity (Papadopulos, divided by specific yield) is not elliptical in shape.
1965, p. 69). Therefore, values in table 6 are proba- Therefore, the drawdown ellipse shown in figure 28a
bly not accurate estimates of transmissivity or is probably not the actual distribution of drawdown in
specific yield. - the aquifer during the test.

Table 6. Estimated horizontal hydraulic conductivity, transmissivity, and storage cosfficient from
data collected at cbservation weils during the aquifer test in borehole DF4D, Byron Suparfund site,

winter 1992 .
Horizontal hydraulle

Well conductivity : Transmissivity Storage coefficient

name {feet per day) {feet squared per day) {dimensionless)
DF5D 6.7 x 10° 6.98 x 102 7.04 % mj
DF6 8.1 107! 8.86 % 10/ 3.10% 10
DF13 9.7 % 10° 8.35 x 102 249 % 1073
MW36 6.7 x 107 9.00 x 101 5281075
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Q = 1447.2 cubic feet per day

1.0,

1.0,

MW36 t=8.8minutes, s = 1.26 feet, W(u) = 1.0, Se = 1.0,
/B = 0.4, 1 = 204 feet

DF5D 1= 3.4 minutes, s = 0.185 feet, W(u) = 1.0, Se = 1.0,
/B = 0.1, r = 306 faet

DF8 t = 230 minutes, s = 1.30 feet, W(u) = 1.0, Se
B =90, r =426 feet

DF13 t = 18 minutes, s = 0.138 fest, W({u) = 1.0, Se
/B = 0.4, r = 305 feet

PC3B Fieid data and typs curves did not match,

r = 204 feet

EXPLANATION OF SYMBOLS

T = Transmissivity, in feet squared per day

q = Discharge, in cubic faet perday

5 = Drawdown, in feet
W(u) = We'l function of u

Se = Early time apparent specific yield

u = A value defined by r?Se/4T

C= Cc;nversion factor, 1,440 minutes per day

t = Time, in minutes, since the start of pumping

¢ = Radial distance from the pumped well, in feet

Figure 27. Curve-match data for observaticn wells MW36, DE5D, DF6, DF 13, and PC3B during the pumping phase of
the borehole DF4D aguifer test, Byron Superfund site, February 2, 1992
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A negative transmissivity tensor typically is
caused by heterogeneitics in the aquifer (Allen
Shapiro, U.S. Geological Survey, written commun.,
1992). Therefore, the results of the aquifer test indicate
that the aquifer is both heterogeneous and anisotropic
in the area where drawdown was induced. This is con-
sistent with an analysis of the water-table configura-
tion. Comparison of the areas where drawdown was
observed (figs. 25 and 28a) with the location of the
aquifer zones (fig. 21) indicates that borehole DF4D
was drawing water from zone 1 of the aquifer, transi-
tional areas between zones 1 and 2, and possibly zone
4. As noted previously, differences in the vertical and
horizontal hydraulic conductivities are present
between cach zone and between the zones and the tran-
sitional areas. Therefore, any part of the Galena-Plat-
teville aquifer composed of two or morc zones, or a
zone and a transitional area, may be heterogeneous.

Borehole DF12 Aquifer Test

Borehole DF12 was pumped at about 13, 33, and
71 gal/min on three different occasions during the
spring of 1991 to develop the borehole and determine a
suitable discharge rate for a constant-discharge aquifer
test. After pumping at 71 gal/min for 112 minutes, no
more than 0.14 ft of drawdown was induced in bore-
hole DF12 and no clearly identified drawdown was
measured in wells PW3, DF10, or MW39 (the nearest
observation wells) (fig. 2). It was determined from
these data that appreciable drawdown could not be
induced in borehole DF12 and the surrounding obser-
vation wells unless a discharge rate of at least _
200 gal/min was obtained. Because of the difficulties
associated with the treatment and disposal of the
pumped water, and obtaining a pump that could
produce 200 gal/min and fit inside a 6-in. holc, the
long-term constant-discharge aquifer test planned for
borehole DF12 was not conducted.

The transmissivity of the Galena-Platteville
aquifer at borehole DF12 was estimated at a minimum
of 1.30 x 10° f%/d based on the specific-capacity data
obtained during the 71 gal/min test. The high transmis-
sivity at borehole DF12 indicates an extensive network
of secondary permeability features in this area. This
interpretation is consistent with the conclusions made
from analysis of the water-table configuration, slug
testing, and geophysical logging.

The Galena-Platleville aquifer is underlain by
the Harmony Hill Shale semiconfining unit. The results
of a constant-discharge aquifer test indicate that the

Harmony Hill Shale semiconfining unit has a leakance
of 4.65 % 1072 fu/ft at the salvage yard (Kay and others,
1989, p. 47) and restricts flow between the overlying
Galena-Platteville and underlying St. Peter aquifers.

St. Peter Aquifer

The St. Peter aquifer is composed of the basal
part of the Glenwood Formaticn, where it is sandstone,
and the St. Peter Sandstone. The St. Peter aquifer is
under semiconfined conditions in the study arca except
near the Rock River, where the Harmony Hill Shale
serpiconfining unit and the Galena-Platteville aquifer
have eroded and the St. Peter aquifer is in direct
hydraulic connection with the unconsolidated aquifer
(fig. 16).

Water Levels

Ground-water flow in the St. Peter aquifer in the
study area is from the area near well MW2 northwest to
the Rock River (fig. 20). This is similar to the fiow
direction at the water table and at the base of the
Galena-Plattevilie aquifer. Components of ground-
water fiow in the St. Peter aquifer toward Woodland
Creek and the West Ravinc are assumed but cannot be
verified with the current well configuration.

The water levels in the wells open to the base of
the Galena-Platteville aquifer are approximately
70 ft higher than the water levels in the wells open to
the St. Peter aquifer in the upland areas beneath the
salvage vard and the DFP (compare water-level
altitudes at wells MW39 and MW42 in table 1). This
indicates the potential for downward vertical flow from
the Galena-Platteville aquifer to the St. Peter aquifer.
Away from the salvage yard, at wells MS1 and MS2,
the head at the base of the Galena-Platteville aquifer
is approximately 16 ft higher than at the top of the
St. Peter aquifer (figs. 19, 20, and table 1).

Aquifer Tests

A constant-discharge aquifer test conducted
at the salvage yard, at well DPW in 1987 (fig. 2), indi-
cates the St. Peter aquifer has a storativity of about
1.20 x 1073, a transmissivity of about 1.5 x 107 ft*/d,
and a horizontal hydraulic conductivity of about
3.5 x 109 fvd (Kay and others, 1989, p. 47). Analysis
of the constant-discharge aquifer test indicated that the
aquifer is isotropic.
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Horizonlal hydraulic conductivities obtained
from slug tests, conducted by previous investigators,
in six monitoring wells open to the upper gart of the
St. Peter aquifer range from 2.0 to 8.7 x 10" fi/d (Camp
Dresser & McKee, Inc., 1989, p. 3:20; Olson, 1988, p.
62: Warzyn, 1988, p. 2; Avery, 1994, p. 8). In five of
these wells, horizontal hydraulic conductivities were
from 2.0 10 5.7 x 109 ft/d. Horizontal hydraulic conduc-
tivities calculated from slug tests in three wells open to
the St. Peter aguifer during this stady ranged from 2.8
t0 5.8 x 10° ft/d (table 2). Horizontal hydraulic conduc-
tivities obtained from slug tests conducted during the
current and previous investigations in wells MW2 and
MW?37 show good agreement. The narrow range of
horizontal hydraulic conductivities indicates that the
St. Peter aquifer is homogeneous, at least in the upper
part. The good agreement between the horizontal
hydraulic conductivities obtained from slug-test
analysis and the constant-discharge aquifer test indi-
cates that the hydraulic conductivity of the St. Peter
aquifer is not scale dependent, also indicating that the
aquifer is homogeneous.

GROUND-WATER QUALITY

Ground-water samples were collected from
test intervals in boreholes DF2D, DF4D, DF3D, DF6,
DF12, DF13, DF14D, DF17, SPW, and AW185, and
{rom 635 finished monitoring wells. The borcholes and
the monitoring wells are located primarily on the
salvage yard and the DFP. Samples were collected from
3 monitoring wells open Lo the unconselidated aquifer,
5 wells open to the St. Peter aquifer, and 53 wells open
to the Galena-Platteville aquifer. Wells DF4D and
DF12 were open boreholes when sampled during sam-
pling peried 1. Monitoring wells DF4ADS and DFADD
were installed in borehole DF4D and monitoring well
DF12 was installed in borehole DF12 before sampling
period 2. Samples from the test intervals and monitor-
ing wells were analyzed primarily for VOC’s and
cyanide.

Borehole Test intervals

Water-quality sampling from the test intervals
was done to obtain a preliminary understanding of the
Lype, concentration, and vertical distribution of VOC’s
in the Galena-Platteville aquifer, This information was
utilized to help define the mechanisms by which

contaminants are migrating within the aquifer. Infor-
mation on the vertical distribution of VOC’s also was
used to guide the placement of the well screen when the
monitoring well was installed in the borehole. These
data ensured that the monitoring well provided as much
useful information as possible.

The results of the water-quality sampling in the
test intervals indicated that the highest concentrations
of VOC's were detected at borcholes AWLS and SPW
(fig. 2 and table 7). The VOC’s detected at these bore-
holes were primarily toluene and xylene isomers with
lower concentrations of chlorinated ethenes (trichloro-
ethene, 1,1- or 1,2-dichloroethene, and vinyl chloride).

The concentration of VOC's in water from
boreholes SPW (fig. 13), AWLS, and DE2D generally
decreased with depth. Low concentrations of
chlorinated ethenes and ethanes were detected at
borehole DF2D (table 7). Boreholes SPW, AW]S,
and DF2D are in or near known disposal areas (fig. 3).

Concentrations of VOC’s greater than
100 pg/L were detected below 94 ft in borehole DF12
(fig. 10). These high concentrations indicate that
VOC’s, primarily trichloroethene (TCE), are migrating
at a depth with ground-water flow from the salvage
yard toward the Rock River.

High concentrations of toluene were detected in
the samples from borehole DF14D. No toluene was
detected in monitoring wells DF14S and DF14D
during two subsequent sampling periods. Monitoring
well DF14D was installed in borehole DF14D ata
depth where over 80 pg/L of toluene was detected in
the test intervals (tables 1 and 7). The discrepancy
between the results of sampling in the monitoring wells
and the test intervals indicates that the toluene detected
in samples from the test intervals is not representative
of in place water quality in the vicinity of well DF14D,

No single VOC was detected at a concentration
greater than 20 pg/L in samples collected from the test
intervals in boreheles DF2D, DF4D, DF5D, DE6, and
DF17 (table 7). The VO(’s detected in the test inter-
vals at boreholes DF2D, DF4D, DF3D, and DF6 were
primarily 1,1,1-trichloroethane (TCA} and its degrada-
tion products. Some TCE also was detected. The
VOUC’s detected in the test intervals at borehole DF17
were chloroform and cis-1,2-dichloroethene
(¢1,2DCE). No ¢1,2DCE was detected in a sample
collected from borehole DF17 before insertion of the
packer assembly (a grab sample taken during well
development) or from the monitoring well completed
in borehole DF17 after sampling with the packer
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Table 7. Results of water-quality sampling in test intervals isolated with a packer assembly, Byron Superfund site

(upfL, micrograms per liter]
Test interval:  dup., duplicate sample
Volatile organic compound detected:

TCA, 1,1,1-trichloroethane; TCE, richicroethene; TOL, toluene; DCE, total dichloroethene;

DCA, total dichloroethane; EB, ethytbenzene; XY, total xylenes; 4M2P, 4methyl-2pentanc;

CS2, carhon disulfide; CF, chloroform; VC, vinyl chloride; BEM, benzene; CN, cyanide;

PCE, tetrachloroethene; PCA, carbon tetrachlonide; 2BUT, 2butanone; 2HEX, 2hexanone

Volatile organic compound concentration: ], estimated concentration below detection limir; D, sample diluted; E, concentration estimated;
B, conslituent detected in blank sample, result not included in figure 9 '

Depth of test Volatile
Measuring point inferval organic compound
Borehole Test altitude (feet below {detected/concentration)
name interval {feet above sea level) measuring point} {ug/L)
AWIS A 833.96 67.9-82.7 V165D, DCE/R4D, TCEMAYD,
BENA).61, TOL/73/D,
EB/1, XY/2, PCE/16, CN/224
AW1S B 833.96 25,8489 VC/M0D, DCE/155D, TCE/84D, BEN/L,
TOL/58D, EB/6, XY/11, 2BUT/183,
JHEX/17, PCESR, CN/112
AW1S B 833.96 20.8 489 vC/750, DCE/145D, TCE/76D, BENN,
TOL/a0D, EB/S, XY/11, 2BUT/19],
_ ZHEX/17, PCES, CN/120
DF2D A 797 97.0-113.0 None
DFID AA 797 $7.0-107.0 None
DF2D B 1797 87.0-97.0 TCAM.5
DE2D C 1797 $7.0- 66.0 TCA/4.3, TCE/4.2
DF4D A 1834 130.0-140.0 TCA/SY
DF4D AB 1334 124.0-134.0 TCAA
DF4D AB dup 1834 124.0-134.0 None
DF4D B 1834 120.0-130.0 TCA/3.8
DF4D C 1334 110.0-120.0 TCA/.D
DF4D D lg34 100.0-110.0 TCA/R.7
DF4D E 1g34 90.0-100.0 TCA/5.9
DF4D F 834 730-91.0 TCA/.0
DF4D G Ig34 130.0-150.0 TCA/6.S
DESD A 844 97 154.0-170.0 Nonc
DFSD B 844 .97 144.0-154.0 TCE/B, TCA/H]
DF5D C 844.97 134.0-144.0 TOL/1IB
DFSD D 844.97 124.0-134.0 TOL/1IB
DF5D E 844.97 114.0-124.0 TOL/1IB, TCE/1IB, TCA/1
DF5D F §44.97 91.0-114.0 TCA/1, TCEAIB
DESD G R44.97 104.0-114.0 TCA/1, TCE/1TB
DE5D H 844 97 71.0-100.0 TOL/UIB, TCE/JB
DFsD I 844.97 68.0-75.0 TOL/JB, TCENIB
DFS A 828.08 136.0-151.0 TOL/L.7Y, 4M2P/0.9
DF6 B §28.08 126.0-136.0 TCAMG, DCE0.9, DCA/M
DFs C 828.08 116.0-26.0 DCE/2.29, DCA/12.06,
TCA/19.68, EB/2.32, XY/4.76
DF6 D ¥28.08 106.0-116.0 Sample incorrectly
analyzed
DF6 E 828.08 96.0-106.0 DCE/2.21, DCA/1.48,
_ TCAS18.54, TOLA.39, 4M2P/0.9
DF& F §28.08 75.0-93.0 DOALOM, TCA/16.67
DF12 A 834 82 94.0-133.0 TCE/L50, IXCES3,
TCA/S.8, PCE/3, TOL/ 1
DF12 ‘B 83482 94.0-104.0 TCE/120, DCE/3,
TCAM9
DF12 C §34.82 84.0.94.0 TCE/&7, TCA/S3.3, TOLS3
DF12 D 834 .82 72.0-84.0 TCE/6.1, TOL6.7
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Table 7. Results of water-quality sampling in test intervals isolated with a packer assembly, Byron Superfund
site—Continued

Depth of test Volatile
Measuring point interval organic compound
Borehole Test altitude (teet below {detected/concentration)
name interval {faat abova sea level) maasuring paint} {ug/L)
DF13 A 836.61 144.0-159.0 Nope
DF13 B 836.61 134.0-144.0 None
DF13 C 836.61 123.0-13390 None
DFi3 D 836.61 113.6~123.0 None
DF13 E 836.61 103.0-113.0 TCA/15, DCA/4.1
DF13 F 836.61 93.0-103.0 . Nonc
DF13 G 836.61 77.0-93.0 TOL/3.3
DF14D A 1845 158.0-172.0 TOL/13
DF14D B lgas 144.0-154.0 TOL/3
DF14D c 1845 134.0-144.0 _ TOL/0
DF14D D g45 124.0-134.0 None
DF14D E ig4s 114.0-124.0 : None
DF14D F 1845 104.0-114.0 TOL/G
DFi4D G 1845 : 94.0-104.0 TOL/24
DF14D H igas ) 85.0-94.0 TOLA3
DF17 A 1323 ' 105.0-121.0 DCE/12, CF/2
DF17 B g3 95.0-105.0 DCE/6, CF2
Dr17 C 1323 85.0-95.0 DCE/10, CF/2
SPW A 83643 134.4-149.8 VC/53D, TCE/, DCELQ,
DCAALG, BEN/L, TOLA41D,
_ EB/19DJ, XY/33DJ, CN/15
SPW A 836.43 134.4-149.8 VC/70D, DCE/12D, DCA/.51, TCE/2,
BEN/1, EB/200y, XY/49D, PCE/SDY,
PCASGIDE, CN/1S
SPW B ) 83643 124.4-134.4 VC/G8D, DCE/22D, THCAS2.8], TCE/T,
: i BEN/3, TOL/173D, EB/SDI, XY/13D),
. CN/L7T -
SPW C 836.43 114.4-124.4 V69D, DCEfLS
. - DCA/1.4, TCE/1, BEN/3, TbLmODJ
EB.‘ZZD XY/1 LDJ, PCA;‘SDJ
CN/#23
- SPW D $36.43 i04.4-114.4 VC/63D, DCE/16D, DCA/1.4], TCE/S,
BEN/2, TOL'?OD EB)‘lSD XY/ 10D,
CN/28
SPW E §36.43 94.4-104 .4 V65D, DCEA3D, DCA/2.6], TCE/],
BEN/4, TOLFr‘"l 100D), EBMSD, XY/66D,
SPW T 83643 829944 V96D, DCE;‘%BD DCALS,
TCE/Q.8], BEN/S, TOL!I":OODE
EBJ’?SD XY/ 102D,
CNQ’?

! Approximately.
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assembly. 1t is possible that the ¢1,2DCE detected
from samples collected from the test intervals is not

representative of water quality in the aquifer near well
DF17.

Comparison of horizontal hydraulic conductivity
and flowmeter data to water-quality data from the test
intervals indicates a potential correlation between
intervals of high horizontal hydraulic conductivity and
high concentrations of VOC’s in water from boreholes
DF5D,DF12, and DF13 (figs. 9-11). A correlation also
may be present at borehole DF4D (fig. 8). All of these
boreholes are outside the limits of known disposal
areas. This indicates that in boreholes where the hori-
zontal hydraulic conductivity of one or more intervals
is high and the permeability contrasts in the aquifer are
large, VOC’s tend to migrate through the most perme-
able intervals. This indicates that advection (migration
with ground-water flow) is an important mechanism for
contaminant transport in the Galena-Platteville aquifer,
and VOC’s will tend to preferentially migrate through
the most permeable parts of the aquifer.

Slightly higher concentrations of total VOC’s
were detected in test intervals A and C of borehole
DF17 than in test interval B (fig. 12). Borehole DF17
also is outside the limits of known disposal areas.
Changes in flow were measured at the depths corre-
sponding to test intervals A and C during flowmeter
logging, indicating that the aquifer is permeable at
these depths. The data indicate a correlation between
aquifer permeability and ground-water quality at bore-
hole DF17. However, the uncertain accuracy of the
water-quality data and the lack of slug-test data at this
borehole makes this correlation uncertain.

Although the test intervals with high horizontal
hydraulic conductivities tend to have higher concentra-
tions of total VOC’s than the test intervals with low
horizontal hydraulic conductivities, no clear correla-
tion is indicated between horizontal hydraulic conduc-
tivity and concentrations of VOC’s in water samples
from borehole SPW (fig. 13). However, this borehole is
in a disposal arca and was open for 6 years before the
samples were collected. It is possible that the sampling
results were partially affected by highly contaminated
shallow water that diffused or migrated down the bore-
hole and is not completely representative of conditions
in the aquifer, at the test intervals.

The lack of reliable water-quality data combined
with a lack of large differences in horizontal hydraulic
conductivity at borehole DF6 (tables 5 and 7) make
interpretation of these data difficult.  The highest

concentrations of VOC’s at borehole DF6 were
detected in the test intervals in the middle of the aquifer
and have no apparent correlation with horizontal
hydraulic conductivity.

Monitoring Wells

Chlorinated aliphatic hydrocarbons (primarily
chlorinated ethenes and ethanes) and the monocyclic
aromatic hydrocarbons (primarily benzene, toluene,
ethylbenzene, and xylenes) (figs. 29-32, at end of
report, and table 8) were the VOC’s detected most -
frequently and at the highest concentration in samples
collected from the monitoring wells. Cyanide also
was detected (fig. 33, at end of report). Chlorinated
aliphatic hydrocarbons were detected in samples
from wells open to the unconsolidated, Galena-
Platteville, and St. Peter aquifers. Monocyclic
aromatic hydrocarbons and cyanide were detected
only in samples from wells open to the Galena-
Platteville aguifer.

Chlorinated Aliphatic Hydrocarbons

Chiorinated aliphatic hydrocarbons, particularly
TCE and TCA, were detected in the largest number of
wells sampled for this study. The concentrations of
these compounds remained fairly constant during both
water-quality sampling periods, and generally are com-
parable to the concentrations detected during previous
studies (Camp Dresser & McKec, Inc., 1989, appendix
C: Environmental Resources Management, 1990,
p. 4:8-4:13).

Samples were collected during this study tfrom
five wells open to the unconsolidated aquifer (MW 128,
MW12I, DF7S, DF7D, and DF9S). Less than 4 pg/L of
TCE or TCA was detected at wells DF7D and DF9S
(figs. 29 and 30). No VOC’s were detected in wells
MW12S, MW12I, or DF7S. Although there is no
indication of exiensive contamination in the unconsol-
idated aquifer in the part of the study area shown in
figures 29 and 30, VOC's have been detected from
some of the RR series of wclls, which are open to the
unconsolidated aquifer near the Rock River (Avery,
1994, tables 2-4).

TCE and TCA were detected in the upper part of
the St. Peter aquifer at well MW20R in the northwest-
ern part of the DFP (fig. 2). No VOC’s were detected
in the St. Peter aguifer at wells MW2, MW21, MW37,
and PC1C during this study. TCE and (or) TCA were
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Table 8. Results of water-quality sampling from monitoring wells, sampling perieds 1 and 2, Byron Superfund site
[Modified from U.S. Environmental Protection Apency, 1990, tables 5-6; g/l micrograms per kter; -, not applicahle]

Well name:  dup., duplicate sample; (B), sample collected January 1992; (C), sample collected April 1992

Compound detected:  ACE, acetone; TOL, toluene; 4M2P, 4methyl-2pentanc; ZBUT, 2butanone; XY, total xylencs; VT, vinyl chloride; BEN, benzenc;
DCA, total dichloroethane; TCA, 1,1, 1-trichloroethane; EB, cthylbenzene; NS, not sampled; DCE, total dichloroethene;
TCE, trichlorcethene; CF, chloroform; NI, no detections; PCE, tetrachlorgethene; CDS, carbon disulfide;
CTC, carbon tetrachloride

Compound concentration:  E, concentration estimated because of sample dilution; I, sample diluted; 3, estimated concentration below detection limit;
B, compound detected in blank sample

Compound (detectediconcentration)
Sampling period 1 Sampling period 2

Well (May 1991) {November 1381 ta April 1992)
name {ngiL) gL
AW2 TCE/39, CTC/28, TCA/S), PCE/3] TCEM2, CTC/23, TCA/SI, PCE/S3]
AWSD NS ND
AWE TOL/130, XY/110, EB#28, PCE/7] NS
AWS (dup.) TOL/130, XY/120, EB/31, PCE/7] N
B3 TCE/A20, 2BUT/170, VC/130, DCE/37, PCE/30 DCE/356, TCE/320, PCE/17
B4 NS VC/90, DCB/67, TCE/5T7, DCAS1T, TCA/]
B6 TCE/360, DCE/12), DCA/LY, PCE/G) NS
B6R(B) NS TCEMA 0D
B6R (dup.)(B) , NS TCEA00D
DF18 ACFE/61000ED, TOIL/46000ED, 4M2ZP/9900F, ACE/25000E, 2BUT/3300E, XY/1500E,
2BUT/3700E, XY/2400E EB/520, V/120, TOLMQ10E, EB/590E, VC/42, BEN/34, DCA/LO
REN/33, DCA/20, TCA/1T
DF18S {dup.) NS TOL/27000D, ACE/13000D, XY/1700D],
AM2P/8600D, 2BUT/2000D]
DE1D DCAM3, TCA/12, DCE/L2, TCEMG, TOL/2) DCA/26, TCE/3)
DF1D (dup.) DCAZS, TCANS, DCE/ L, TCES, TOL/) NS
DF2D TCA/4I, PCE/3], TCE/] ND
DF28 TCA/23, DCA/22, DCETI, CF/4], TCE/3] ND
DF3 DCA/21, TCA/G DCA/24, TCA/MY
DF4D CDS/3), TCAL2] NS
DEADRD(C) NS TCAf24 VC/14, DCA/2T, DCE/1]
DF4DD (dup.)(C) NS TCA/LS, DCE/3]
DFADS(C) NS ND
DF48 TCA/J TCA/ S, DCANG, DCE/.2], VO, TCE/L6]
DF45(C) - © DXCA/M4], TCA/3], DCE/2]
DESD TCAR2], DCA/L] TCA/M.6]
DF58 ACE/aJ ND
DF5 "TOL/640, XY/120, TCA/S2, DCA/22, EB/21 DCA/1 TCA/6I TOLJSI EB/2)
DF7D TCE/3] ND
DFE78 ND NS
DF8 TCAJ"Q DCA/M, TCE/7 DCA!19 TCA/13, TCE/A4, CF/2, DCEA). 9J
PCE/.5]
DFOD ND TCAJ0.S]
DF9D {dup.) NS TCAM.6)
DF98 CF/11, TCA/] CF/2, TCAS2 TCE/0.9), DCA.T]
DFi0 : ACEM] 0.7]
DF10(Cy -- TCA/10, PCE/3
DF1t TCE/2) TCE/2, PCEA.8] :
DF12 TCE/150, TCA/5], PCE/2] TCE/220 TCA/ST, CFi4l, DC‘Eﬂ PCE/2, DCAN, CTC
DFL3 - TCA/17, DCASS), TCE2) TCA/16, DCA/7, TCE/2, DCE/L
DFI13 {dup.) TCA/LS, DCA!SJ TCE/2]
DF14D DCAR.TT
DF148 ACEfll XY/3J, PCEIIJ BEN/1], TOL/1T TNS
DF15 ND CE/15, TCAR
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Table 8. Results of water-quality sampling from menitoring wells, sampling periods 1 and 2, Byron Superfund
site—Continued

Compound (detected/concentration)

Sampling period 1

Sampling period 2

Well {May 1991) {Navember 1991 to April 1992}
name {gL) {nofl)
DF13(C) CF/5l, ACE/3]
DF17 CF/10, TCA/3] CF/12, TCAS3, ACE/3]
DF17 (dup.) NS CF/11, TCA/3
DF17(B) -- CF/11, TCA/2
DF1E& 4M2P/66, DCAS36, ACE/20, VC/19, DCA/19, PCE/12, TCA/RI, DCE/], XYHM),
TCA/4, PCE/12 TCE/3], TOL/2}
DF19 PCE/28, DCA/M, TCA/8, DCE/6], PCE/16, DCA/10, TCA/6], CF/4], CTC/2],
XY/51, TCEAT BEN/2], TOL/2Y EB/2]
DEF20G NS ND
DF21 NS TCE/6, TCA/M, ACE/3), DCES2, DCA/.6J
DE2ZDDYEB} NS CF9, TCAS2
DF225D{B) NS CFf6, TCASZ
DF23(B) NS CF/4, TCA/3, DCA/, TCEAQ.9I, DCEALTT
DF24 NS TCAS2, TCEM. 73
GW42 TCE/150, TCA/G, PCE/2) TCE/160, DCEST, TCA/GY, PCE/2Y
MW1 ND ND
MWw2 ND NS
MW3 CDs/2) NS
MW3 TCE/N10, PCE/15, DCENS, TCAST, DCA/3] NS
MW TCE/40, DCE31, PCE/23, TCA/24, CDS/3) NS
MW12L NS ND
MWI128 NS ND
MW15 TCE/260, DCESAT, PCE/ST TCE/200 TCA/RI DCE/S] MC/4Y PCE/3]
MW15 (dup.) NS TCE/18C, TCA/SS)
MW16 TCE/250, DCE.10), PCE/S] TCE/180, TCA/7I, DCE/G), PCE/2)
MWI16(B) i - TCE/160, TCAS7, DCE/5, PCE/3, DCA/
MW20R TCEA10, DCE/L 1, TCASTY NS
MW21 ND NS
MW3IN(E) TOL/6, 4M2P/3T ND
MW3] TFOLA.9I ND
MW36 TCEAG TCE/6, DCA/
MW3§ (dup.) TCEAL, TCA/S NS
MW37 ND NS
MW37 (dup.) ND . NS
MW4i TCE/180, TCA/Y, PCE/A] TCE/180, TCAST), DCEM], PCES3]
MW42 TCE/11, TCA/GT, PCE/AT NS
PCIB TCA/, TCES7, DCA/G TCA/R, DCE/4.5, TCE/M, ACE/3], PCE/.9]
PCI1B {dup.} TCAS, TCES, DCASG NS
PC2B ND ND
PC3B XY/770, TOL/290, TCA/281, EB/260, TCA/1S, DCA/S), EB/2]
DCA/T9, BEN/12]
PC4B CF/5, TCA/2Y CF/7, TCA/2, DCAN.T]
PCAB (dup.) NS CFi6, TCA/2, DCAJ.TT
PC5B TCE/10, TCA/7, DCA/3), PCE/2] DCA/LL, TCEf), TCA/S]
PCSB (dup.} NS DCA/11, TCE/&), TCA/S)
PC3B(B) - TCE/S, DCE/7, TCA/S, PCE/2
PC5B (dup.)(B) NS TCE/S, DCES7, TCA/S, PCE
PC6B TCE/3) TCE/l TOLA.5]
PW3 TCE/130, TCA/M), ACE/4], DCE/3], PCE/3] TCFE/1 %), TCASSE, PCE/2)
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detected in wells MS2, MW18, MW39, and PCIC
open to the St. Peter aquifer during previous investiga-
tions (Environmental Resources Management, 1930,
appendix C; Avery, 1994, p. 11). '

The concentration and distribution of
chlorinated altphatic hydrocarbons in the Galena-
Platteville aquifer varies across the sile. The highest
concentrations of TCE were detected in samples from
wells open to the Galena-Platteville aquifer beneath the
salvage yard and the northeastern part of the DFP
(fig. 29). TCE is either absent or at concentrations less
than 12 1g/L in the Galena-Platteville aquifer bencath
the southern half of the DFP. TCA was detected in sam-
ples from most of the welis bencath the southern half of
the DFP (fig. 30). TCA typically is absent or at concen-
trations less than 10 ytg/L beneath the salvage yard and
the northern half of the DFP.

Analysis of TCE to TCA ratios from all of the
samples indicates that the concentrations of TCE
exceeded the concentrations of TCA, usually by a
factor of 10, beneath the salvage yard and the northern
part of the DFP, except for well DF10 (fig. 31). TCE
was either not detected or typically was detected at a
lower concentration than TCA beneath the southern
part of the DFP. The dividing line between the areas
where TCE or TCA is the compound detected at the
highest concentration approximately corresponds to
the location of the ground-water ridge south of the
salvage yard (fig. 18).

TCE and TCA have similar physical and chemi-
cal properties (Montgomery and Welkom, 1990) indi-
cating that their migration in ground water will be
stmilar. If biodegradation does not appreciably affect
the relative concentrations of TCE and TCA in the
groung water of the study area, the observed variations
in the concentrations of these compounds can be attrib-
uted to differences in their amount and concentration in
the source material. This indicates that there are at least
two sources of VOC’s in the study area.

Other chlorinated ethenes and ethanes incloding
vinyl chloride, 1,1-dichlorocthenc (1,1-DCE),
1,2-dichlaroethene (1,2-DCE), 1,1-dichloroethane
(1.1-DCA), PCE, and 1,2-dichloroethane (1,2-DCA),
werce detected in the Galena-Platteville aquifer. Low
concentrations (11 @tg/l) of DCE were detected at well
MW20R in the St. Peter aquifer.

Many of the chlorinated ethene and ethane com-
pounds can be related as degradation products. PCE
can degrade to TCE, which can degrade to 1,2.DCE
and 1,1-DCE, and both can degrade to vinyl chloride.

Carbon tetrachloride can degrade to TCA, which can
degrade te 1,1-DCE, which can degrade to vinyl chlo-
ride or 1,1-DCA, which can degrade to chloroethane
(Vogel and others, 1987, p. 726; Norris, 1993, p. 154).
Vinyl chloride and chloroethane can degrade to carbon
dioxide and water. Dcgradation products in ground
water indicate both chlorinated ethenes and ethanes are
being degraded in the study area, decreasing the total
amount of these compounds. This assumes thal pure
product was disposed in the source areas.

The presence of vinyl chloride and intermediate
degradation preducts such as DCE and DCA in sam-
ples collected from wells near the salvage yard (wells
SPW, AW1S, B4, B3) and the West Disposal Area
{wells DF1S, DF18) (tables 7 and 8) coupled with the
low dissolved-oxygen content and oxidation-reduction
potential in these areas (U.S. Environmental Protection
Agency, 1994, p. 5:26), indicates that TCE is being
degraded to vinyl chloride in the less oxidized water
beneath these areas. The absence of vinyl chloride in
wells away from the salvage yard and the West Dis-
posal Area coupled with the higher dissolved-oxygen
content and higher oxidation-reduction potential in the
water away from these areas, indicate that vinyl chlo-
ride is being degraded in the more highly oxidized
water away from the disposal areas.

Monocyclic Aromatic Hydrocarbons

Monocyclic aromatic hydrocarbons, particularly
ethylbenzene, toluene, and xylenes, were detected at
concentrations greater than 500 pg/l. in samples from
wells AW6, DF1S, PC3EB, and DF6 (fig. 32). These
wells are open to the Galena-Platteville aquifer. Well
AWG6 is at the salvage vard; weil DF1S is near the West
Disposal Area; and wells PC3B and DF6 are near the
possible Central Disposal Area (fig. 3). Samples
collected from wells at the salvage yard and the West
Disposal Area have consistently contained high con-
centrations of ethylbenzene, toluene, and total xylenes,
Samples collected from wells PC3B and DF6 con-
tained high concentrations of monocyclic hydrocar-
bons onty during the May 1991 sampling period
{table 8). Samples collected from wells PC3B and DF6
during prior sampling periods (Camp Dresser &
McKee, Inc., 1989, Appendix C; Environmental
Resources Management, 1990, p. 4:8—4:13) and
during the second sampling period of this study con-
tained considerably lower concentrations of total
VOC’s and monocyclic aromatic hydrocarbons.
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Though detected at very high concentrations,
the extent of the monocyclic aromatic hydrocarbons
in the study area is limited to the immediate vicinity of
the salvage yard, the West Disposal Area, and the
possible Central Disposal Area. Vinyl chloride also
was detected in many of the wells where monocyelic
aromatic hydrocarbons were detected at the salvage
yard (AW 1S and SPW) and the West Disposal Area
(DF18) (tables 7 and 8). Ground water in the areas
where monocyclic aromatic hydrocarbons were
detected at high concentrations tends to have low
oxidation-reduction potential and dissolved-oxygen
content (U.S. Environmental Protection Agency,
1994, p. 5-26). The areas of low oxidation-reduction
potential are surrounded by areas of high oxidation-
reduction potential where monocyclic acomatic
hydrocarbons {and vinyl chloride) were not detected.
Monocyclic aromatic hydrocarbons (and vinyl
chloride) are readily biedegraded in aerobic environ-
ments, resulting in the consumption of oxygen
{(Rittman and others, 1992, p. 29). Monocyclic aro-
matic hydrocarbons probably were degraded beneath
the disposal areas subsequent to their disposal. Eventu-
ally, enough oxygcn was consumed in biodegradation
to create an anaerobic environment in parts of the
salvage yard, the West Disposal area, and the possible
Central Disposal area. The absence of oxygen in water
limits degradation of the monocyclic aromatic com-
pounds and viny! chloride, allowing these compounds
to persist in these areas, but does allow for degradation
of those compounds preferentially degraded under
anaerobic conditions. As oxidized water is recharged
to the aquifer downgradient from these areas, the
oxidation-reduction potential and dissolved-oxygen
content of the water increases. These aerobic condi-
tions allow biodegradation of the aromatic compounds
and vinyl chloride to be completed.

Cyanide

Cyanide was detected in ground-water samples
from four wells at the salvage yard (B3, BOR, AW2Z,
and AW6) and from five wells near the West Disposal
Area (DF1S, DF2S, DF2D, DF18, DF19) (fig. 33).
Cyanide also was detected in samples trom wells
hydraulically downgradient from the West Disposal
Area (PC1B, PC5B, and DF8) along the northern half
of the West Ravine. All these wells are open 10 the
Galena-Platteville aquifer. Cyanide alse was detected
in samples from wells along Woodland Creek and at

Meyer’s Spring during previous investigations (Camp
Dresser & McKee, Inc., 1989, p. 3:15).

Distribution of Contaminants in Ground
Water

Analysis of the geologic, hydrologic, and

‘water-quality data from this and previous studies

indicates widespread contamination in the study area
{U.S. Environmental Protection Agency, 1994,

fig. 9:2). The pathways of contaminant migration
typically are along the direction of ground-water flow.

Cyanide, TCE, and aromatic hydrocarbons are
the primary contaminants in ground water beneath the
salvage yard (fig. 34). The distribution of TCE between
the salvage yard and the Rock River, defined by the
northern area of TCE, indicates that TCE migrates with
ground-water flow from the Galena-Platteville aquifer
at the salvage vard to the St. Peter aquifer; then
migrates to the unconsolidated aquifer before discharg-
ing to the Rock River (Avery, 1994, p. 17). Some pref-
erential low and contaminant transport may be
occurving through the Grand Detour Formation near
the salvage yard and the northeastern part of the DFP,
and through the Grand Detour and Mifflin Formations
near borehole DF12. The USEPA has concluded that
TCE derived from the North Disposal Area also is
migrating toward the Rock River (U.S. Environmental
Protection Agency, 1994, p. 9:16).

The distribution of cyanide and TCE in the
northern half of the study area indicates a component
of flow from the eastern part of the salvage yard to
Meyer’s Spring through the permeable parts of the
Galena-Platteville and unconselidated aquifers near
Woodland Creek (Ecology and Environment, Inc.,
1976, p. 55; Camp Dresser & McKee Inc., 1989,
figs. 4-18). Migration of aromatic hydrocarbons and
vinyl chloride from the salvage yard probably has been
prevented by the biodegradation of thesc compounds.
The extent of TCE and cyanide contamination in the
northern part of the study area approximately corre-
sponds to flow boundaries defined by the ground-water
ridge south of the salvage yard (fig. 18), the no-flow
boundary at Woodland Creek, and the regional dis-
charge area at the Rock River. A long timc period may
be required for contaminants to migrate cut of the arcas
of low permeability in the Galena-Platteville aquifer
beneath the salvage yard, under conditions of natural
fiow.
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Aromatic hydrocarbons and TCA are the
primary VOC’s detected in ground water near the
possible Central Disposal Area in the southeastern
quarter of the DFP (fig. 34). TCE was detected in
samples from only one well (DF4S8) in this area at a
concentration of less than 1 pig/L. Chloroform and
TCA werc detected beneath the southeastern edge of
the DFP pear the South and East Disposal Areas. The
distribution of TCA and chloroform beneath the south-
eastern part of the DFP indicates that ground-water
flow and contaminant migration are to the seuthwest
through the Galena-Platteville aquifer. There may be
some preferential flow through the Grand Detour
Formation in part of this area. Migration of aromatic
hydrocarbons near the possible Central Disposal Area
appears to have been prevented by biodegradation. The
northern boundary of chloroform and (or) TCA detec-
tions is approximately defined by the ground-water
ridge south of the salvage yard (fig. 16). The southern
extent of these contaminants is not well defined.

Cyanide, TCE, TCA, and aromatic hydrocarbons
are in the Galena-Platteville aquifer beneath the south-
western part of the DFP near the West Disposal Area
(fig. 34). The distribution of TCE, TCA, and, to a lesser
extent, cyanide in this area indicates ground-water flow
and contaminant migration in this area is to the south-
west through the permeable dolomite near the West
Ravine. As was the case at the salvage yard and the
possible Central Disposal Area, biodegradation
appears to have prevented the formation of a large
aromatic hydrocarbon plume, and perhaps created a
smaller vinyl chloride plume beneath the southwesten:
part of the DFP. The northern boundary of this contam-
ination appears to correspond to the West Disposal
Area. The southern extent of contamination in this area
is not well defined.

SUMMARY AND CONCLUSIONS

The U.S. Geological Survey, in cooperation with
the U.S. Environmental Protection Agency, conducted
a study of the hydrogeology and contaminant distribu-
tion at the Byron Superfund site near Byron, I1L., from
August 1990 to March 1994. The study was designed
to define the geologic and hydrologic properties that
affect ground-water flow, and to determine the type and
extent of ground-water contamination in the study area.

The bedrock geology in the study area consists
of the St. Peter Sandstone, Glenwood Formation,
and the Platteville and Galena Groups of Ordovician

age. The St. Peter Sandstone is a coarse-to-medium
grained quartz arenite. The Glenwood Formation s a
heterogeneous unit of sandstone, dolomite, and shale,
which overlies the St. Peter Sandstone. The Platteville
and Galena Groups ovcerlie the Glenwood Formation
and are composed of fractured, partly cherty, partly
argillaceous dolomite. The Platteville and Galena
Groups are the geologic units of primary interest to this
study.

Analyses of geophysical logs indicate the pres-
ence of numerous fractures and solution openings in
the Platicville and Galena Groups. The orientation of
the inclined fractures in any part of the study area
typically is parallel to the orientation of the fracturc
traces in that part of the study area. Geophysical logs
also indicate that the bedrock stratigraphy can be
correlated throughout the study area and that the pres-
ence or absence of the Guttenberg Formation may
affect the concentration of fractures and solution open-
ings in the dolomite.

Quaternary deposits unconformably overlie the
bedrock throughout the study area. Alluvial sand and
gravel deposits are located in the valley of the Rock
River and along the lower reaches of Woodland Creek,
the Northwest Ravine, and the West Ravine. Wind-
blown sand and silt deposits (loess), underlain by out-
wash sand and gravel deposits, generally are present
along the upper reaches of Woodland Creek, the North-
west Ravine, and the West Ravine. Loess and till com-
pose the surficial deposits in the upland and interstream
areas.

A bedrock ridge trending southeast to northwest
is present between Woodland Creek and the West
Ravine and is reflected by a prominent topographic
ridge. The bedrock ridge is composed of dolomites of

" the Platteville and Gatena Groups. Near the Rock

River, the Platteville and Galena Groups and the
Glenwood Formation have been eroded, and the
bedrock is composed of the St. Peter Sandstone.

The geologic units in this area can be divided
into four hydrologic units—the unconsolidated aquifer,
the Galena-Platteville aguifer, the Harmony Hill Shale

~ semiconfining unit, and the St. Peter aquifer. The

unconsolidated aguifer is unconfined. The Galena-
Platteville aquifer is a heterogeneous, anisotropic,
unconfined, donble-porosity aquifer. The St. Peter
aquifer is homogeneous, isotropic, and semiconfined,
except near the Rock River where the semiconfining
unit has been eroded and the St. Peter aquifer is in
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direct hydraulic connection with the overlying uncon-
solidated aquifer.

The water-table configuration generally mirrors
topography. The overall direction of ground-water flow
is toward the Rock River with components of flow
toward topographic lows at Woodland Creek and the
West Ravine. The configuration of the potentiometric
surface at the base of the Galena-Platteville aquifer is
similar to the water-table configuration. Ground-water
flow in the St. Peter aquifer also is toward the Rock
River, Water levels indicate the potential for downward
flow from the water table to the base of the Galena-
Platteville aquifer into the St. Peter aquifer in most of
the study area away from the Rock River. Head values
indicate the potential for ground water to recharge the
Rock River.

The Galena-Platteviile aquiter underlying the
salvage yard and the Dirk’s Farm property can be
divided into four zones primarily based on the water-
table altitude. Hydraulic characterisfics among zones
vary and appear to be affected by lithologic and struc-
tural controls on the permeability distribution in the
aquifer.

'Zone 1 underlies much of the central and south-
eastern parts of the salvage yard and the southeastern
part of the Dirk’s Farm property. The water- table
altitude in zone ] typically is higher than 770 ft above
sea level. Changes in water level with depth in zone 1
can cxceed 50 ft and the mean horizontal hydraulic
conductivity of the zone is 3.1 x 107! ft/d.

Zone 2 is defined by the flat part of the water
table beneath the western part of the salvage yard and
the northern part of the Dirk’s Farm property. The
water-tablc altitude in zone 2 typically is from 745 to
770 ft above sea level. Changes in head with depth in
zone 2 are less than 5 1t and the mean horizontal
hydraulic conductivity of the zone 15 5.2 X 10° fi/d.

Zone 3 is encompassed by zone 2 and is in the .

area northwest of the salvage yard. The water-table
altitude does not vary appreciably across the zone.
Changes in head with well depth in zone 3 appear 10
be about 1 ft and the mean horizontal hydraulic
conductivity of the zone is 2.4 X 10% fr/d.

Zone 4 is in the topographically low areas near

Woodland Creek and the West Ravine. The water-table:

altitude in zone 4 typically is less than 750 ft above sea
level near Woodland Creek and less than 730 ft above
sea level near the West Ravine. Changes in head with
well depth in zone 4 are less than 11 ft. The mean

horizontal hydraulic conductivity of this zone is
8.0 % 10° fud. .

The horizontal hydraulic conductivities caleu-
lated from slug-test data were correlated with siratigra-

‘phy. The geometric mean of the horizontal hydraulic

conductivities for the Galena Group is about

12 % 10™! §t/d. The mean value for the Pecatonica,

Nachusa, and Quimbys Mill Formations of the
Platteville Group is from 2.3 t0 6.2 X 107! ft/d. The
mean values for the Mifflin and Grand Detour Forma-
tions of the Platteville Group are 1.3 and 2.7 X 10° fu/d,
respectively.

In the winter of 1992, a constant-discharge aqui-
fer test was conducted in borebole DF4D. The distribu-
tion of drawdown in the observation wells indicates
that water Aows to the borehole from east-west
oriented vertical and inclined fracturcs, which intercept
the Grand Detour Formation. A transmissivity of
1.30 x 10° £t%/d was caiculated from specific-capacity
tests conducted at borehole DF12.

Comparison of the horizontal-hydraulic-
conductivity data to water-quality data from the test
intcrvals isolated with a packer assembly indicates a
correlation between zones of high horizontal hydraulic
conductivity and high concentrations of volatile
organic compounds in boreholes DFSD, DF13, and
DFE12. A correlation also may be present at boreholes
DF4D and DF17. No clear correlation between hori-
zontal hydraulic conductivity and high concentrations
of volatile organic compounds was identified in
boreholes SPW, AW 1S, DF2D, and DF6.

Cyanide, trichloroethene, and aromatic hydro-
carbons werc detected in ground water beneath the
salvage yard. Trichloroethene migrates with ground-
water flow from the salvage yard northwest to the Rock
River. Cyanide and trichloroethene aiso are present
along Woodland Creek between the salvage yard and
Meyer’s Spring. The extent of these compounds in
ground water approximately corresponds to ground-
water-flow boundaries.

Aromatic hydrocarbons trlchloroethanc and
chloroform were detected in ground water beneath the
southeastern quarter of the Dirk’s Farm property. The
trichloroethane and chloroform in this part of the study
area appear to be migrating to the southwest.

Cyanide, trichloroethene, trichloroethane, and
aromatic hydrocarbons were detected in ground water
beneath the West Disposal Area. Cyanide, trichloroe-
thene, and trichlorocthane are migrating with ground-
water flow to the southwest of the West Disposal Area.
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Aromatic hydrocarbons beneath the salvage yard and

the southern part of the Dirk’s Farm property appear to
be biodcgrading and have been detected in only small
areas.

REFERENCES

Avery, C.F,, 1994, Interaction of ground water with the Rock
River near Byron, Illinois: U.8. Geological Survey
Water-Resources Investigations Report 94—4034, 22 p.

Bouwer, Herman, 1989, The Bouwer and Rice slug
test—an update:  Ground Water, v. 27, no. 3,

p- 304-304.

Bouwer, Herman, and Rice, R.C., 1976, A slug test for deter-
mining hydraulic conductivity of unconfined aquifers
with completely or partially penetrating wells: Water
Resources Research, v. 12, no. 3, p. 423428,

Boulton, N.S., 1963, Analysis of data from nen-equilibrinm
pumping tests allowing for delayed yicld from
storage: Proceedings Institute of Civil Engineers,

v. 26, p. 469482,

CH2MHill, Inc. and Ecology and Environment, Inc., 1984,
Remedial action master plan, Byron Salvage Yard:
Report prepared for the U.S. Environmental Protection
Agency, Chicago, Ill., 73 p.

Camp Dresser & McKee Inc., 1989, Remedial investigation
report for Byron Johnson salvage yard, Byron, Illinois:
Report prepared for the U.S. Environmental Protection
Agency, 836 p.

Dames and Moore, Inc., 1974, Environmental teport, inves-
tigation of buried toxic materials and cxient of contam-
ination, Byron, Ill.:  Report prepared for
Commonwealth Edison Co., Chicago, Ill., 123 p.

1973, Results of spring 1975 sampling and measur-

ing program, Byron, Iil.:  Report prepared for Com-

monwealth Edison Co., Chicago, IlL., 11 p.

1976, Results of in-situ treatment of cyanide contam-
inated soils and excavation of zinc-contaminated soils
near Byron, [ll.: Report prepared for Commonwealth
Edison Co., Chicago, Ill., 32 p.

D’ Appolonia Waste Management Services, 1984, Remedial
investigation, feasibility assessment for remedial
cleanup at Byron/Johnson site: Report prepared for
the IHinois Environmental Protection Agency,
Springfield, TIL., 247 p.

Ecology and Environment, Inc., 1976, Report on disposal of
toxic wastes, Byron salvage yard, Byron, 1llinois:
Report prepared for the illinois Environmental Protec-
tion Agency, Springfield, I1L, 117 p.

Environmental Resources Management, 1990, Final report
soil and ground water investigation of Dirk’s Farm,
Byron, lllinois: Report prepared for Commonwealth
Edison Company, Chicago, 11, 1128 p.

Gilkeson, R.H., Cartwright, Keros, Follmer, L R., and
Johnson, T.M., 1977, Contribution of surficial deposits.
bedrock, and industrial wastes to certain trace
elements in ground watcr, in Proceedings of the
15th Annual Symposium on Enginecring Geology and
Soil Engineering, Pocatello, Idaho, April 5, 1977:
ldaho Department of Transportation, p. 17-38.

Hsieh, P.A., and Neuman, $.P, 1983, Field determination of
the three-dimensional hydraulic conductivity tensor of
anisotropic media: Water Resources Research,

v. 21, no. 11, p. 1655-1676.

Kay, R.T., Olson, D.N., and Ryan, B.J., 1989, Hydrogeology
and results of aquifer tests in the vicinity of a
hazardous-waste disposal site near Byron, Ilinois:
U.S. Geological Survey Water-Resources Investiga-
tions Report 894081, 56 p.

LeGrand, H.E., and Stringfield, V.T., 1971, Walter levels in
carbonate rock terranes:  Ground Water, v. 9, no. 3,
p. 4-10. '

Montgomery, J.H., and Weikom, L.M., 1990, Ground water
chemicals desk reference: Chelsea, Mich., Lewis
Publishers, 640 p.

Norris, 1993, Handbook of bioremediation:
Fla., Lewis Publishers, 257 p.

Qlson, D.N., 1988, Hydrogeclogy and hydraulic characteris-
tics of a fractured dolomite aquifer at an EPA superfund
site, Ogle County, Hlinois: Northern [llinois University
ar De Kalb, I11., unpublished master’s thesis, 148 p.

Paillet, FL., Kay, R.T., Yeskis, D.J., and Pedlar, W.H., 1993,
Integrating well logs into a multjplc-scale investigation
of a fractured sedimentary aquifer: The Log Analyst,
v. 34, no. 1, p. 24-40. '

Papadopulos, 1.S.. 1965, Nonsteady flow to a well in an infi-
nite anisotropic aquifer, i# Proceedings of the Dubrov-
ick Symposium on Hydrology of Fractured Rocks:
International Association of Scientific Hydrology,
Dubrovick, Yugoslavia (presently Croatia) p. 66-72.

Pedlar, W.H., 1991, Hydrophysical logging at the Byron/
Johnson Salvage Yard Superfund site: Report pre-
pared for the U.S. Environmental Protection Agency,
Chicago, 1L, 33 p.

Rittman, B.B., Valocchi, A.J., Seagren, E., Ray, C.,

Wren, B., and Gallagher, J.R., 1992, A critical review
of in situ bioremediation: Gas-Research Institute
Topical Report GRI-92/0322, 152 p.

Sargent and Lundy, Inc., and Dames and Moore, Inc., 1975,
Fault specific geotechnical investigations, Byron
Station:  Chicago, 111, Engineering Report, 40 p.

Sokol, Daniel, 1963, Position and flucteations of water level
in wells perforated in more than one aquifer:

Journal of Geophysical Research, v. 68, no. 4,
p- 1079-80.

1.S. Environmental Protection Agency, 1990, Qualily

assurance project plan Dirk’s Farm remedial

Boca Raton,

5% Gealogy, Hydrology, and Ground-Water Quallty at the Byron Superfund Site Near Byran, lllinois



investigation: U.S. Environmental Protection

Agency, Chicago, Il1., 206 p.

1994, Remedial investigation report-Byron Salvage
Yard/Dirk’s Farm property, Byron, Illinois:

U.S. Environmental Protection Agency, Chicago, 111,
270 p. '

van der Kamp, G., 1976, Determining aquifer transmissivity
by means of well response tests—the underdampened
case:  Water Resources Research, v. 12, no. 1,

p. 71-77.

Vogel, TM., Criddle, C.S, and McCarty, P.L., 1987,
Transformation of halogenated aliphatic compounds:
Environmental Science and Technology, v. 21, ne. §,
p- 722-735.

Walton, W.C,, 1962, Selected analytical methods for well
and aquifer evaluation: Illinois Stale Water Survey
Bulletin 49, 81 p.

Warzyn, 1988, Baildown test analyses Byron/Iohnson site,
Byron Illinois: Report prepared for the U.S. Environ-
mental Protection Agency, Chicago, 111, 12 p.

Willman, H.B., Atherton, Elwood, Buschbach, T.C.,
Caoillinson, Charles, Frye, J.C., Hopkins, MLE.,
Lineback, J.A., and Simon, §.A., 1975, Handbook of
Illinois stratigraphy:  Tllinois State Geological
Survey Bulletin 93, 261 p.

Willman, H.B., and Kolata, D.R., 1978, The Platteville and
Galena Groups in northern linois:  Tlinois State
Geological Survey Circular 502, 75 p.

References 53



GLOSSARY

Anisotropy. The condition of having different properties
in different directions. : :

Aquifer. A formation, group of formations, or part of 2
formation that contains sufficient saturated permeable
material to yield significant quantities of water to
wells and springs.

Argillaceous. Composed of clay minerals.

Borehole. Asea of rock evacuated by the drilling process
in which a well has not yet been installed.

Contaminant. An undesirable substance not normally
present or an unusually high concentration of a
naturaily occurring substance.

Darcy’s law. An empirical law, which states that the
velocity of flow through a porous medium is directly
proportional to the hydraulic gradient assuming flow
is laminar and inertia can be neglected.

Dip. The angle a plane makes with a horizontal plane,
measured perpendicular ta the strike.

Fault. A fracture in rock along which there has been an
observable amount of displacement.

Formation. Aggregation of related strata distinguishable
from beds above and below, and of mappable extent.

Fracture. Breakage in the rock not related to the
crystalline structure of the minerals, which compose
the rock, often having a preferred orientation.

Fracture trace. Surficial cxpression of a fracture.

Group. Two or more superadjacent formations having

. prominent features in common.

Head. The height above a standard datum of the surface
of a column of water that can be supported by the
static pressure at a given point,

Heterogeneity. A characteristic of a medium in which
material properties vary from point to point.

Hydraulic Conductivity. A proportionality constant
relating hydraulic gradient to specific discharge,
which for an isotropic medium and homogeneous
fluid equals the volume of water at the prevailing
kinematic viscosity that will move in unit time under
a unit hydraulic gradient through a unit area measured
at right angles to the direction of flow.

Hydraulic gradient. The change in static head per unit
of distance in a given direction.

Leakance. The rate of flow across a unit (horizontal)
area of a semipervious layer into (or out of) an
aquifer under one unit of head difference across this
layer.

Lithologic log. Description of the geologic deposits
encournlered during drilling.

Mairix. The selid framework of a porous system.

Member. Units of lesser rank in a heterogensous
formation, which are lithologically distinct.

Permeability. A measure of the relative ease with which

2

a porous medium can transmit a fluid under a
potential gradient and is a property of the medium
alone.

Porosity. The ratio, usuaily expressed as a percentage, of
the total volume voids of a given porous medium 1o
the total volume of the porous medium.

Potentiometric surface. An imaginary surface
representing the static head of ground water and
defined by the level to which water will rise in a
tightly cased well.

Scmiconfining vmit. A confining unit that retards but
does not preveat the flow of water to or from an
adjacent aquifer. Tt does not readily vield water to
wells or springs but may serve as a storage unit for
ground water.

Solution opening. A large cavity in a rock formed by
chemical dissolution.

Storage coefficient. The volume of water an aquifer
releases from storage per unit surface area of the
aguifer per unit change in head.

Strike. The direction in which a horizontal line can be
drawn on a plane. The strike can be used to describe
the general direction of a structure.

Transmissivity. The rate at which water of the
prevailing kinematic viscosity is transmitted through
the unit width of the aquifer under a unit hydraulic
gradient. It is equal to an integration of the
hydraulic conductivities across the saturated part of
the aquifer perpendicular to the flow paths.

Vug. A cavity in a rock.

Water table. Thc upper surface of the zone of saturation
on which the water pressure equals the atmospheric
pressure.

Well. A bored, drilled, or driven shaft of a dug hole,
whose depth is greater than the largest surface
dimension.

Well loss, Water-level decline in a well caused by
turbulent flow hetween the well and the aquifer.
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elevation of land surface, in feet.
Contour interval 25 feet. Datum
is sea level
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shown on figures 16, 17, and 28
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EXPLANATION

LOCATION OF WATER TABLE IN THE
UNCONSOLIDATED AQUIFER
{approximate)

lj LOCATION OF WATER TABLE IN THE
GALENA-PLATTEVILLE AQUIFER
{approximaie)

—7q0 — —— WATER TABLE CONTOUR--Shows altitude
of water table. Dashed where approximate,
Contous interval 10 feet. Datum is sea lavel

® MW32  MONITORING WELL LOCATION AND NAME

0 2,000 FEET

T
Q 500 METERS

Figure 18. Water-table altitude, Byron Superfund site, January 27, 1992 {modified from U.S. Environmental Protection
Agency, 1994, appendix L.}
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EXPLANATION

WATER-LEVEL CONTOUR--Shows

750~
altitude at which water level would have
stood in tightly cased wells. Dashed
where approximate. Contour interval
10 fest. Datum is sea level
®* DFaD MONITCORING WELL LOCATION

AND NAME

2,0|00 FEET

500 METERS

QO

A |
H

o 4240 v s ot it

| Old Wagon Roa¢ | $DF 9D

-

\ i

Y H
v

i ;
Hi 3
7 ¢

§ ¢
g

Figure 19. Water-lovel altitude in wells open to the base of the Galena-Platteville aquifer, Byron Superfund site, January 27,
1992 (medified from U.S. Environmental Protection Agency, 1994, appendix L).
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EXPLANATION

— 683 —— - WATER-LEVEL CONTOUR--Shaws

' altitude at which water level would
have stood in tightly cased wells
Dashed where approximate.
Canteur interval 1 foot. Datum
is sea level

® M2 MCNITORING WELL LOCATION
AND NAME

2,000 FEET
;

500 METERS

2 —a

Figure 20, Water-level altitude in wells open to the top of the St. Peter aquifer, Byron Superfund site, January 27, 1992
{frorn U.S. Environmental Protection Agency, 1994, appendix L).
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EXPLANATION

GALENA-PLATTEVILLE AQUIFER ZONES
(Not defined in unpattered areas)

Zone 1

ity Zone 2
m Zone 3
Zona 4

Transitional area betwaen zonas
— 740 —— WATER-TABLE CONTCUR--Shows
altitude of water table. Dashed

where approximate. Contour
interval 10 feet. Datum is sea level

L MONITORING WELL LCCATION

2,{.':00 FEET

G o

.
500 METERS

Figure 21, Zones in the Galena-Platteville aguifer, Byron Superfund site, January 27, 1992.
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TOPOGRAPHIC CONTOUR-- Shows elevation of jand surface,
in feet. Contour interval 25 feet. Datum is sea level

MONITORING WELL LOCATION AND NAME--First number is
concentration of trichleroethene detected during the first
sampling period (May 1991). Second numberis maximum
concentration of trichioroethene detected during the second
sampling period (from November 1991 ta Aprl 1892).

- indicates trichloroethene not detected. ™ indicates no
sample taken. Concentrations are in micrograms per liter

Figure 29. Concentration of trichloroethene {TCE) in ground water, Byron Superfund site, May 1991 and
November 1891-April 1992,

74

Geology, Hydrology, and Ground-Water Quality at the Byron Superfund Site Near Byron, illinois



N S o MWA25//- {
o s . i MW121/7/- . S
< {4«\ ~,\ f w-\ _,"? e <
AN SNy NS < N
\’\I.Nv.- ”‘.J‘} %/( \\ ;m‘\._\"//"‘
{ A%
BLOI e RO S
o "eze{; i
MW41/180/180 1 " ™ ;
—— Mwmzswzoé \
T m;%’éﬁ%’&ﬁ” ,GW42/150/160 T L
MWEIL 7TV T &
;}F11:‘2/2 S . )
DF10/-/18 @ s% Pwamaomac,, . ; y ox -
DF12/150/220 el \
; n
Mw42/11/"® Barss7/ v
e PC2B/-/- DF14S/-/* -
DF19/4/- """\ € BF14D/- G |
 DF28/8i- ., ri * AW2/39/42
“~DF2R/1/- DF13/2/2 {306, BER/360/400 Ef Lot -
/ PCSBJ"'!- i:\»,, . e, Y T :
* JDFiS//- & OF6/-/- I == S £ o -—SIAWSD/
. DF1D:‘E>I3-.~_\“ N\" o o -Mwasﬁme MWE!!HC}}V:X o B
v - 2 ! y
DF18/8/- pFa//- D45/t d SMWSTIE  pweia0r CMW1/-/-
R . """ DF4DS/"I- BEE%{, ;’,: MW3/-/° Mwar-/
PC4B§'—,‘—»---~-~ IR} ot ) _ Salvage
: iy Ji Yard
H DF{7/-/- b DF15/- i I
il v_m_mmﬂ“—w‘“ﬂ‘""—ﬂ " f? .
DF225//- p i CT R
DF220/7/- } 5 :
:/./‘ ,,,f ] ? ! N
¥ /z""’v' | E
w2 3
/ 3
0 400 800 1,200 FEET
1 | | |
! 1 I |
0 100 200 300 METERS

Figure 29. Continued.

Figure 29. 75



76

-i : < ; ST Lo
:”Eh‘ ’{:f (‘} :{' }'}"\}O"?
...... ; i /“ s H Yo Ees— i~
I - {/ H i...w} { 7 \\
o . i i\, { S g Ww% , {!_
- e s e »
T i S s 5 s
S ‘\ vt ¢ ACETD ﬁ f FRoad n
A S e i e e T e s,
P o DE7S/- N f S A
I N DF7DY/-/- i . S '
N . » \ 'i./\\ h gmm.é\ K\'\\
"\.\ o~ e J——
“ \‘a ~ ¢ e D e
B o " st i |2 /// :
\5 : \\. \\‘\ /.M p ,M""""‘j E /"“‘\wfw.! ¢
™ . : @ -
— NN f e -
g s : e S - 4
’ . § S b ~ = g A
\\ ", S R e |2 e -
CE . ey /7 N s P s’
> i —
My ? “u«..\\ !\“ f._‘ [=] / oy
B e -7 R E { PCGB/-/-
; P O k.- '{ § i
f/ o R - v 35
- 1l s | DF2ari2 '
. }f IIIIIIII " o e
S ) 2 e
_____ o /’ o K T T LN L
- { E PCEB/7/5
-\‘:‘: o u..i é ]
., P -
A R —— S ot L P g
T oty T <
et \K 3 5 PC1B/7/8
- by & I R ——— T .
. WA T e ® SPCIC/” g
N wagon Road el " DFg/aS ™
“”'""\\\w/:s’;"w“ e, 0\6 ﬁ,«y,-,w 2 . xr/_.-
i 7 s o WSO = T
e ““\m L m DF23/°13 J
;*DF9S/72 e SO o -
§ DFeD/-N @’y Lok MW31/ 8
' PR = o -
3 We® i g ol o
: / L N
3 £ ! L
= ! 5 :
e { 3 )
" N J |
EXPLANATION

TOPOGRAPHIC CONTOUR-- Shows slevation of
Contour intarval 25 faet. Datum is sea level

e B o

®DF8/9/13

land surface, in feet.

MONITORING WELL LOCATION AND NAME--First number is concentration
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Figure 30. Congcentration of trichloroethane (TCA) in ground
November 1981-April 1992.
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TOPOGRAPHIC CONTOUR-- Shows elevation of land surface, in feet. Contouy
interval 25 feet. Datum is saa level

® DF8/= MONITORING WELL LOCATION AND NAME--Symbol denotes ratio of average concen-
tration of trichtoroethene to trichloroethane detected during the first (May 1991)
and sezond {from November 1991 to April 1992) sampling pericds. X indicates tri-
chlotoethene and trichieraethane not detected. - indicates trichlorosthane not detected.
* indicates trichloroethene not detected.  # indicates trichloroethene to trichloroethane.
ratic less than 1. = indicates trichloroethene to trichloreethane ratio from 1 to 10.
+ indicates trichlarosthene to trichloroethane ratio greater than 10

Figure 31. Ratio of the average trichioroethene (TCE) to trichloroethane (TCA) concentrations in ground
water, Byron Superfund site, May 1991 and November 1991-April 1992.
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EXPLANATION
""""""" £0% - TOPOGRAPHIC CONTOUR--Shows elevation of land surface, in feet. Contour

interval 25 feet. Datum is sea level

DF&6/781/7 MONITORING WELL LOCATION AND NAME--First number is concentration of benzene,
. ethylbenzene, toluene, and xylane detected during the first sampling period {May 1891},
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-~ indicates benzene, ethylbenzene, toluene, and xylene not detected. Detection limit
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migrograms perliter

Figure 32. Total concentration of benzene, ethylbenzene, toluene, and xylena in ground water, Byron
Superfund site, May 1991 and November 1991-April 1992,
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EXPLANATION

TOPOGRAPHIC CONTOUR--Shows elevation of land surface, in feet.
Contour interval 25 feet. Datum is sea level

B3 MONITORING WELL NAME
- CYAMIDE NOT DETECTED--Detection limit is 10 micrograms per liter

o CYANIDE CGONCENTRATION ABOVE DETECTION LIMIT OF 10 MICROGRAME
PER LITER, BUT BELOW 100 MICROGRAMS PER LITER

CYANIDE CONCENTRATION ABOVE 100 MICROGRAMS PER LITER

Figure 33. Average concentration of cyanide in ground water, Byren Superfund site, May 1991 and
November 1981-April 1992,
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